
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

GSM modem 

BGS5 GPRS Java Terminal LAN 
GM-BGS5TL 
 
GSM BGS5 is ease-to-use quad band modem that enables 
data, fax and SMS applications. It supports GPRS class 12. 
Standard interfaces as well as an integrated SIM card reader 
shorten installation time signify cantly. 

 
 
 
 
 
 

 

Industrial terminal 

Low power consumption 

                    USB power 

                    Java enabled 

 

 

BENEFITS 



FEATURES 

FEATURES 
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GSM modul Gemalto M2M GmbH – Cinterion BGS5 

GSM band 850/900/1800/1900 MHz 

GPRS rate (DL/UL) 86/86 kbps 

Antenna interface SMA (f) 

Data interface RJ45, MINI USB 

Power interface 2-pin header, USB 

Power supply 8 - 30 V DC , 5 V DC USB 

Maximum input power 4,8 W 

Operating  temperature - 30°C to + 65°C 

Storage temperature - 40°C to + 85°C 

Weight 103 g 

Dimension 82 x 54 x 24 mm 

Supported technologies TCP Server/Client , UDP Server/Client , HTTPD Client 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
SECTRON s.r.o. Josefa Šavla 1271/12 WWW.SECTRON.CZ 

709 00 Ostrava 9, Czech Republic Tel.: +420 556 621 021 
 

CONTACTS 


