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About This Document 
This document provides hardware and software information of the Robustel R5020 Router, including introduction, 

installation, configuration and operation. 

 

 

Copyright©2020 Guangzhou Robustel LTD  

All rights reserved.  

 

 

Trademarks and Permissions 

  are trademark of Guangzhou Robustel LTD. All other trademarks and trade 

names mentioned in this document are the property of their respective owners. 

 

 

Disclaimer 

No part of this document may be reproduced in any form without the written permission of the copyright owner. 

The contents of this document are subject to change without notice due to continued progress in methodology, 

design and manufacturing. Robustel shall have no liability for any error or damage of any kind resulting from the use 

of this document. 

 

 

Technical Support 

Tel: +86-20-29019902 

Fax: +86-20-82321505 

Email: support@robustel.com 

Web: www.robustel.com 

 

mailto:support@robustel.com
http://www.robustel.com/
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Important Notice 

Due to the nature of wireless communications, transmission and reception of data can never be guaranteed. Data 

may be delayed, corrupted (i.e., have errors) or be totally lost. Although significant delays or losses of data are rare 

when wireless devices such as the router is used in a normal manner with a well-constructed network, the router 

should not be used in situations where failure to transmit or receive data could result in damage of any kind to the 

user or any other party, including but not limited to personal injury, death, or loss of property. Robustel accepts no 

responsibility for damages of any kind resulting from delays or errors in data transmitted or received using the 

router, or for failure of the router to transmit or receive such data. 

 

Safety Precautions 

General 

 ̧ The router generates radio frequency (RF) power. When using the router, care must be taken on safety issues 

related to RF interference as well as regulations of RF equipment. 

 ̧ Do not use your router in aircraft, hospitals, petrol stations or in places where using cellular products is 

prohibited. 

 ̧ Be sure that the router will not be interfering with nearby equipment. For example: pacemakers or medical 

equipment. The antenna of the router should be away from computers, office equipment, home appliance, etc. 

 ̧ An external antenna must be connected to the router for proper operation. Only uses approved antenna with 

the router. Please contact authorized distributor on finding an approved antenna. 

 ̧ Always keep the antenna with minimum safety distance of 20 cm or more from human body. Do not put the 

antenna inside metallic box, containers, etc. 

 ̧ RF exposure statements 

1. For mobile devices without co-location (the transmitting antenna is installed or located more than 20cm 

away from the body of user and nearby person) 

 ̧ FCC RF Radiation Exposure Statement 

1. This Transmitter must not be co-located or operating in conjunction with any other antenna or transmitter. 

2. This equipment complies with FCC RF radiation exposure limits set forth for an uncontrolled environment. 

This equipment should be installed and operated with a minimum distance of 20 centimeters between the 

radiator and human body. 

Note: Some airlines may permit the use of cellular phones while the aircraft is on the ground and the door is open. 

Router may be used at this time. 

 

Using the Router in Vehicle 

 ̧ Check for any regulation or law authorizing the use of cellular devices in vehicle in your country before installing 

the router. 

 ̧ The driver or operator of any vehicle should not operate the router while driving. 

 ̧ Install the router by qualified personnel. Consult your vehicle distributor for any possible interference of 

electronic parts by the router. 

 ̧ The router should be connected tƻ ǘƘŜ ǾŜƘƛŎƭŜΩǎ ǎǳǇǇƭȅ ǎȅǎǘŜƳ ōȅ ǳǎƛƴƎ ŀ ŦǳǎŜ-protected terminal in the 

ǾŜƘƛŎƭŜΩǎ ŦǳǎŜ ōƻȄΦ 

 ̧ .Ŝ ŎŀǊŜŦǳƭ ǿƘŜƴ ǘƘŜ ǊƻǳǘŜǊ ƛǎ ǇƻǿŜǊŜŘ ōȅ ǘƘŜ ǾŜƘƛŎƭŜΩǎ Ƴŀƛƴ ōŀǘǘŜǊȅΦ ¢ƘŜ ōŀǘǘŜǊȅ Ƴŀȅ ōŜ ŘǊŀƛƴŜŘ ŀŦǘŜǊ ŜȄǘŜƴŘŜŘ 

period. 

 

Protecting Your Router 

To ensure error-free usage, please install and operate your router with care. Do remember the following: 

 ̧ Do not expose the router to extreme conditions such as high humidity / rain, high temperature, direct sunlight, 
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caustic / harsh chemicals, dust, or water. 

 ̧ Do not try to disassemble or modify the router. There is no user serviceable part inside and the warranty would 

be void. 

 ̧ Do not drop, hit or shake the router. Do not use the router under extreme vibrating conditions. 

 ̧ Do not pull the antenna or power supply cable. Attach/detach by holding the connector. 

 ̧ Connect the router only according to the instruction manual. Failure to do it will void the warranty. 

 ̧ In case of problem, please contact authorized distributor. 
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Regulatory and Type Approval Information 

Table 1: Directives 

2011/65/EU The European RoHS2.0 2011/65/EU Directive was issued by the European parliament 

and the European Council on 1 July 2011 on the restriction of the use of certain  

Hazardous substances in electrical and electronic equipment. 

2012/19/EU The European WEEE 2012/19/EU Directive was issued by the European parliament 

and the European Council on 24 July 2012 on waste electrical and electronic equipment. 

 

2013/56/EU The European 2013/56/EU Directive is a battery Directive which published in the EU official gazette 

on 10 December 2013. The button battery used in this product conforms to the standard of 

2013/56/EU directive. 

 

Table 2: {ǘŀƴŘŀǊŘǎ ƻŦ ǘƘŜ ŜƭŜŎǘǊƻƴƛŎ ƛƴŘǳǎǘǊȅ ƻŦ ǘƘŜ tŜƻǇƭŜΩǎ wŜǇǳōƭƛŎ ƻŦ /Ƙƛƴŀ 

SJ/T 

11363-2006 

The electronic industry standard of the People's Republic of China SJ/T 11363-нллс άwŜǉǳƛǊŜƳŜƴǘǎ 

for Concentration Limits for Certain Toxic and Hazardous Substances in Electronic Information 

tǊƻŘǳŎǘǎέ ƛǎǎǳŜŘ ōȅ ǘƘŜ ƳƛƴƛǎǘǊȅ ƻŦ ƛƴŦƻǊƳŀǘƛƻƴ ƛƴŘǳǎǘǊȅ ƻŦ ǘƘŜ tŜƻǇƭŜϥǎ wŜǇǳōƭƛŎ ƻŦ /Ƙƛƴa on 

November 6, 2006, stipulates the maximum allowable concentration of toxic and hazardous 

substances in electronic information products. 

Please see Table 3 for an overview of toxic or hazardous substances or elements that might be 

contained in product parts in concentrations above the limits defined by SJ/T 11363-2006. 

SJ/T 

11364-2014 

The electronic industry standard of the People's Republic of China SJ/T 11364-нлмп ά[ŀōŜƭƛƴƎ 

wŜǉǳƛǊŜƳŜƴǘǎ ŦƻǊ wŜǎǘǊƛŎǘŜŘ ¦ǎŜ ƻŦ IŀȊŀǊŘƻǳǎ {ǳōǎǘŀƴŎŜǎ ƛƴ 9ƭŜŎǘǊƻƴƛŎ ŀƴŘ 9ƭŜŎǘǊƛŎŀƭ tǊƻŘǳŎǘǎέ 

issued by the ministry of Industry and information technology of the People's Republic of China on 

July 9, 2014, stipulates the Labeling requirements of hazardous substances in electronic and 

electrical products, environmental protection use time limit and whether it can be recycled. 

This standard is applicable to electronic and electrical products sold within the territory of the 

People's Republic of China, and can also be used for reference in the logistics process of electronic 

and electrical products. 

The orange logo below is used for Robustel products: 

 

Indicates its warning attribute, that is, some hazardous substances are contained in the product. 

The "10" in the middle of the legend refers to the environment-friendly Use Period (EFUP) * of 

electronic information product, which is 10 years. It can be used safely during the 

environment-friendly Use Period. After the environmental protection period of use, it should enter 

the recycling system. 

 

*The term of environmental protection use of electronic information products refers to the term 

during which the toxic and hazardous substances or elements contained in electronic information 

products will not be leaked or mutated and cause serious pollution to the environment or serious 

damage to people and property under normal conditions of use. 
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Table 3: Toxic or Hazardous Substances or Elements with Defined Concentration Limits 

Name of 

the Part 

Hazardous Substances 

(Pb) (Hg) (Cd) (Cr(VI)) (PBB) (PBDE) (DEHP)  (BBP) (DBP) (DIBP) 

Metal 

parts 
o o o o - - - - - - 

Circuit 

modules 
o o o o o o o o o o 

Cables 

and cable 

assemblie

s 

o o o o o o o o o o 

Plastic 

and 

polymeric 

parts 

o o o o o o o o o o 

o: 

Indicates that this toxic or hazardous substance contained in all of the homogeneous materials for this part is 

below the limit requirement in RoHS2.0. 

X: 

Indicates that this toxic or hazardous substance contained in at least one of the homogeneous materials for this 

part might exceed the limit requirement in RoHS2.0. 

-: 

Indicates that it does not contain the toxic or hazardous substance. 
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Document History 

Updates between document versions are cumulative. Therefore, the latest document version contains all updates 

made to previous versions. 

Date Firmware Version Document Version Change Description 

Dec. 29, 2020 3.1.1 v.1.0.0 Initial release 
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Chapter 1 Product Overview 

1.1 Key Features 

Robustel R5020 dual-SIM VPN wireless router supports WCDMA 3G network, LTE 4G network, and 5G network to 

provide high-speed wireless network bandwidth for devices through wireless connection, and it has dual-SIM card 

backup to ensure stable wireless network connection. 

R5020 adopts RobustOS, the operating system developed by Robustel, which is based on Linux and applicable to 

most of wƻōǳǎǘŜƭΩǎ router devices. Besides the basic network functions and protocols, the system brings customers a 

more diverse, convenient and practical customized experience. Also, Robustel will provide partners and customers 

with SDK, allowing users to develop their own functions using C language. In addition, Robustel will also provide rich 

App applications running on RobustOS to meet the fragmented market demand of IoT applications. 

1.2 Package Contents 

Before installing your R5020 Router, verify the kit contents as following. 

Note: The following pictures are for illustration purposes only, not based on their actual sizes. 

 

· 1 x Robustel R5020 High Speed Smart LTE Router 

 

 

· 1 x 3-pin 3.5 mm male terminal block with lock for power supply 
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· 1 x 2*5-pin 3.5 mm male terminal block for serial port 

 

Note: If any of the above items is missing or damaged, please contact your Robustel sales representative. 

 

Optional Accessories (sold separately) 

· LTE-5G SMA-J cellular antenna (rubber antenna) 

Rubber antenna                      

                       

· RP-SMA-J WiFi antenna (stubby/magnet optional) 

Stubby antenna                   Magnet antenna 

                      
 

· RP-SMA-J GPS & 5G antenna 

 
 

· Wall mounting kit 
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· 35 mm DIN rail mounting kit 

 

 

· Ethernet cable 

 
 

· AC/DC power adapter (12V DC, 1.5 A; EU/US/UK/AU plug optional) 

 

 

 

1.3 Specifications 

Cellular Interface 

 ̧ Number of antennas: 4 (ANT0, ANT1/GNSS, ANT2/GNSS, ANT3) 

 ̧ Connector: SMA-K 

 ̧ SIM: 2 (3.0 V & 1.8 V)  

 ̧ Standards: 5G NR/LTE-FDD/LTE-TDD/WCDMA  

5G: max UL/DL = 80/445 Mbps 

LTE-FDD: max UL/DL = 100/250 Mbps 

LTE-TDD: max UL/DL = 100/250 Mbps 

WCDMA: max UL/DL = 5.76/42 Mbps 

 

Ethernet Interface 

 ̧ Number of ports: 4 x 10/100/1000 Mbps (3 x LAN + 1 x WAN) 

 ̧ WAN port: Supports 802.3at PD feature (optional) on ETH0 

 ̧ Magnet isolation protection: 1 KV 
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WiFi Interface  

 ̧ Number of antennas: 2 (WiFi1 + WiFi2) 

 ̧ Connector: RP-SMA-K 

 ̧ Standards: 802.11a/b/g/n/ac, 2*2 MIMO, supports AP and Client modes 

 ̧ Frequency bands: 2.412 - 2.472 GHz (2.4 GHz ISM band) 

 5.15 - 5.825 GHz (5 GHz ISM band) 

 ̧ Security: Open, WPA, WPA2, WEP 

 ̧ Encryption: AES, TKIP, WEP64 

 ̧ Data speed: 5G: Up to 867Mbps 

2.4G: Up to 300Mbps 

 

GPS (Optional) 

 ̧ Number of antennas: 2 (ANT1/GNSS: L5, ANT2/GNSS: L1) 

 ̧ Connector: SMA-K with 50 ohms impedance 

 ̧ GNSS Technology: GPS, GLONASS, Galileo, BeiDou 

 ̧ Tracking sensitivity: -160 dBm 

 ̧ Horizontal position accuracy: 2.5 m 

 

Serial Interface 

 ̧ Number of ports: 1 x RS232 + 1 x RS485 

 ̧ Connector: 2 x 5-pin 3.5 mm female socket 

 ̧ ESD protection: ±15 KV 

 ̧ Baud rate: 300 bps to 115200 bps 

 ̧ Parameters: 8E1, 8O1, 8N1, 8N2, 8E2, 8O2, 7E2, 7O2, 7N2, 7E1, 7O1, 7N1 

 ̧ RS232: TxD, RxD, GND 

 ̧ RS485: Data+ (A), Data- (B) 

 

DI/DO 

 ̧ Type: 1 x DI + 1 x DO, wet contact 

 ̧ Connector: 2 x 5-pin 3.5 mm female socket 

 ̧ Isolation: 3.75KVDC  

 ̧ Absolute ƳŀȄƛƳǳƳ ±5/Υ ά±Ҍέ Ҍ ол±5/ ό5LύΣ ол±5/ ό5hύ 

 ̧ Absolute maximum ADC: 100mA 

 

Others 

 ̧ 1 x RST button (Tact Switch) 

 ̧ 1 x Micro SD interface 

 ̧ 1 x USB 2.0 host, Type A, 5 V/500 mA 

 ̧ LED indicators - 1 x RUN, 1 x Modem, 1 x USR, 1 x RSSI, 1 x NET, 1 x WiFi 

Network port indicator (link indicator) 

 ̧ Built-in: Watchdog, Timer 

 

Power Supply and Consumption 

 ̧ Connector: 3-pin 3.5 mm female socket with lock 

 ̧ Input voltage: 10 to 30V DC (With ignition sensing) 

            9 to 36V DC (Without ignition sensing) 
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 ̧ Power consumption: Idle: 500 mA@12 V 

 Data link: 1.5 A (peak) @12 V 

 

Physical Characteristics 

 ̧ Ingress protection: IP30 

 ̧ Operating temperature: -25 ~ +70 °C 

 ̧ Storage temperature: -40 ~ +85°C 

 ̧ Humidity: 5 ~ 95% RH 

 ̧ Housing & Weight: Aluminum, 500 g 

 ̧ Dimensions: 125 x 100 x 48 mm (device only) 

 ̧ Installations: Desktop, wall mounting or 35 mm DIN rail mounting 

           (Wall mounting or 35 mm DIN rail mounting sold separately) 

 

1.4 Dimensions 
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Chapter 2 Hardware Installation 

2.1 Definition of 2*5 3.5mm Interface 

 

 

 

  

PIN DI/DO RS-232 RS-485 Direction 

1 IGND -- -- -- 

2 OGND -- -- -- 

3 -- TXD -- Router ­ Device 

4 -- RXD -- Router « Device 

5 -- GND -- -- 

6 IN -- -- -- 

7 OUT -- -- -- 

8 -- -- A -- 

9 -- -- B -- 

10 -- -- GND -- 
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2.2 Definition of Power Interface 

 

   

PIN Power Note 

1 Positive  

2 Negative  

3 ACC Car ignition and flameout detection 

 

2.3 LED Indicators 

 

Name Color Status Description 

RUN Green On, solid Router is powered on (System is initializing) 

On, blinking Router starts operating 

Off Router is powered off 

MODEM Green On, solid Link connection is working 

On, blinking Data is sent and received. 

Off Link connection is not working 

NET Green On, solid Connection to 4G network is established 

On, blinking Connection to Legacy network (3G or 2G) is established 

Off Network is not joined or joining 

USR-OpenVPN Green On, solid OpenVPN connection is established 

Off OpenVPN connection is not established 

USR-IPsec Green On, solid IPsec connection is established 

Off IPsec connection is not established 
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Note: You can choose the display type of USR LED. For more details, please refer to Service > Advanced > System >System 

Settings > User LED Type. 

 

 

2.4 USB Interface 

 

 
 

USR-SIM Green On, solid Main SIM card is being used 

On, blinking Backup SIM card is being used 

Off No SIM card is being used 

 

Green On, solid Signal level: 21-30 dB ( Strong signal ) 

Yellow On, solid Signal level: 11-20 dB ( Moderate signal ) 

Red On, solid Signal level: 1-10 dB ( Low signal ) 

-- Off Very Low Signal strength (0) is available or No signal   

WiFi Green On, solid WiFi is enabled and working properly 

Off WiFi is disabled or not working properly 

Function Operation 

Firmware 

upgrade 

USB interface is used for batch firmware upgrading, but cannot be used for sending or 

receiving data from slave devices which connected to it. You can insert a USB storage device 

ƛƴǘƻ ǘƘŜ ǊƻǳǘŜǊΩǎ ¦{. ƛƴǘŜǊŦŀŎŜΣ ǎǳŎƘ ŀǎ ŀ ¦ Řƛǎƪ ƻǊ ŀ ƘŀǊŘ ŘƛǎƪΦ LŦ ǘƘŜǊŜ Ƙŀve a supported 

configuration file or a router firmware in this USB storage device, the router will automatically 

update the configuration file or the firmware. For more details, see 4.2.6 USB. 
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2.5 Reset Button 

 

 

 

 

2.6 Ethernet Ports 

 

 

 

Function Operation 

Reboot Press and hold the RST button for at least 5 seconds under the operating status. 

Restore to factory 

default settings 

Wait for 0~20 seconds after powering up the router, press and hold the RST button with a 

pointed stick until all six LEDs start blinking one by one, and release the button to return the 

router to factory defaults. 

 

 

There are four Ethernet ports on R5020, including ETH0 (POE), ETH1, ETH2, ETH3. Each has two LED indicators. The 

ȅŜƭƭƻǿ ƻƴŜ ƛǎ ŀ ƭƛƴƪ ƛƴŘƛŎŀǘƻǊ ōǳǘ ǘƘŜ ƎǊŜŜƴ ƻƴŜ ŘƻŜǎƴΩt mean anything. For details about status, see the table 

below. 

Indicator Status Description 

Link indicator 

(Yellow) 

On, solid Connection is established 

On, blinking Data is being transferred 

Off Connection is not established 
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2.7 Insert or Remove SIM Card 

 

 

Insert or remove the SIM card as shown in the following steps. 

 

 ̧ Insert SIM card 

1. Make sure router is powered off. 

2. To remove slot cover, loosen the screws associated with the cover by using a screwdriver and then find the SIM 

card slot. 

3. To insert SIM card, press the card with finger until you hear a click and then tighten the screws associated with 

the cover by using a screwdriver. 

4. To put back the cover and tighten the screws associated with the cover by using a screwdriver.  

 

 ̧ Remove SIM card 

1. Make sure router is powered off. 

2. To remove slot cover, loosen the screws associated with the cover by using a screwdriver and then find the SIM 

card slot. 

3. To remove SIM card, press the card with finger until it pops out and then take out the card. 

4. To put back the cover and tighten the screws associated with the cover by using a screwdriver.  

 

Note: 

1. Use the specific card when the device is working in extreme temperature (temperature exceeding 40 °C), 

because the regular card for long-time working in harsh environment will be disconnected frequently. 
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2. Do not forget to twist the cover tightly to avoid being stolen.  

3. Do not touch the metal of the card surface in case information in the card will lose or be destroyed.  

4. Do not bend or scratch the card. 

5. Keep the card away from electricity and magnetism. 

6. Make sure router is powered off before inserting or removing the card. 

 

2.8 Attach External Antenna (SMA Type)  

Attach an external SMA antenna ǘƻ ǘƘŜ ǊƻǳǘŜǊΩǎ ŀƴǘŜƴƴŀ connector and twist tightly. Make sure the antenna is within 

the correct frequency range provided by the ISP and with 50 Ohm impedance.  

Note: Recommended torque for tightening is 0.35 N.m. 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

  

RP-SMA-J antenna for WLAN 

connection 

SMA-J antenna for cellular connection 

 

Or 

RP-SMA-J GPS & 5G antenna; the one with 

LMH tag is connected to ANT0\ANT3; the one 

with MH tag is connected to ANT1\ANT2. 
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2.9 Mount the Router 

The router can be placed on a desktop or mounted to a wall or a 35 mm DIN rail.  

 

Two methods for mounting the router 

1. Wall mounting (measured in mm) 

 

Use 4 pcs of M2.5*4 flat head Phillips screws to fix the wall mounting kit to the router, and then use 2 pcs of M3 

drywall screws to mount the router associated with the wall mounting kit on the wall. 

Note: Recommended torque for mounting is 1.0 N.m, and the maximum allowed is 1.2 N.m. 

 

2. DIN rail mounting (measured in mm) 

· Option 1 
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Use 2 pcs of M3*6 stainless flat head Phillips screws to fix the DIN rail to the router, and then hang the DIN rail on the 

mounting bracket. It is necessary to choose a standard bracket. 

Note: Recommended torque for mounting is 1.0 N.m, and the maximum allowed is 1.2 N.m. 

 

· Option 2 

 

 

Use 2 pcs of M3*6 stainless flat head Phillips screws to fix the DIN rail to the router, and then hang the DIN rail on the 

mounting bracket. It is necessary to choose a standard bracket. 

Note: Recommended torque for mounting is 1.0 N.m, and the maximum allowed is 1.2 N.m. 
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2.10 Ground the Router 

  
Router grounding helps prevent the noise effect due to electromagnetic interference (EMI). Connect the router to the 

site ground wire by the ground screw before powering on. 

Note: This product is appropriate to be mounted on a sound grounded device surface, such as a metal panel.  

 

2.11 Connect the Router to a Computer 

 

Connect an Ethernet cable to the port marked ETH1~ETH3 at the front of the R5020 Router, and connect the other 

end of the cable to your computer. 
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2.12 Power Supply 

With Ignition Sensing 

 

PIN Description Note 

1 V+ Connect adapter or battery positive (red line) 

2 V- Connect adapter or battery negative (black) 

3 ACC 

Car ignition and flameout detection (green line), when the 

car ignition and flameout detection function is not used, the 

ACC pin is connected to the power supply and cannot be left 

floating. 

 

Note: Please connect the ACC pin of 

R5020 to the VCC of power supply 

without being floated, when you do 

not use the car ignition and flameout 

detection function.  
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With POE Function 

 

  

  

 

 

 

 

 

 

Note̔ 

1. The Input voltage is: 10 to 30V DC(With ignition sensing) 

                 9 to 36V DC (Without ignition sensing) 

2. The car ignition sensing function and the POE function can only be selected one by one. 

 

 

PIN Description Note 

1 V+ Connect adapter or battery positive (red line) 

2 V- Connect adapter or battery negative (black) 

3 
Not 

connected 
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2.13 DI/DO Interface 

 

The R5020 supports 1 channel DI and 1 channel DO by default. It can support 2 channels of DI or 2 channels of DO by 

BOM modification. DI signal access, can be used for NPN/PNP type sensor signal or switch signal acquisition, power 

supply can only be accessed from IN, not reversed. DO signal output, can be used for NPN/PNP sensor control. 

1. Application mode of DI connected with NPN sensor 

 

 
IN corresponds to IN on 2*5 3.5mm interface, and IGND corresponds to IGND on 2*5 3.5mm interface. The voltage 

range of external power supply (DC) is 3V ~ 30V. The internal flow of the device is limited. In the normal voltage 

range, the external power supply does not need to be limited. 

Notes: The above example NPN Sensor is a DC three-wire NPN photoelectric switch or proximity switch. 
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2. Application mode of DI connected with PNP sensor 

 

IN corresponds to IN on 2*5 3.5mm interface, and IGND corresponds to IGND on 2*5 3.5mm interface. The voltage 

range of external power supply (DC) is 3V ~ 30V; the internal flow of the device is limited. In the normal voltage range, 

the external power supply does not need to be limited. 

Notes: The above example PNP Sensor is a DC three-wire NPN photoelectric switch or proximity switch. 

 

3. Application mode of DO Driven NPN Triode 

 

 

OUT corresponds to OUT on 2*5 3.5mm interface, and OGND corresponds to OGND on 2*5 3.5mm interface. The 

maximum 2.5mA drive current can be supplied through OGND; the external power supply DC voltage range is 

3V~30V. 

Notes: The above illustration NPN is a common NPN triode. 

 

4. Application mode of DO Driven PNP Triode 

 
OUT corresponds to OUT on 2*5 3.5mm interface, and OGND corresponds to OGND on 2*5 3.5mm interface. The 
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external power supply DC voltage range is 3V~30V. 

Notes: The above illustration PNP is a common NPN triode. 
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Chapter 3 Initial Configuration 

The router can be configured through your web browser that including IE 8.0 or above, Chrome and Firefox, etc. A 

web browser is included as a standard application in the following operating systems: Linux, Mac OS, Windows 

98/NT/2000/XP/Me/Vista/7/8, etc. There are various ways to connect the router, either through an external 

repeater/hub or connect directly to your PC. When the router is directly connected to the Ethernet port of the 

computer, if the router acts as a DHCP server, then the computer can get the IP directly from the router; the 

computer can also set a static IP in the same network segment as the router, so that the computer and the router 

form a small LAN. After the computer and the router have successfully established a connection, enter the default 

login address of the device on the computer's browser to enter the router's WEB login interface.  

3.1 Configure the PC 

¢ƘŜǊŜ ŀǊŜ ǘǿƻ ƳŜǘƘƻŘǎ ǘƻ ƎŜǘ Lt ŀŘŘǊŜǎǎ ŦƻǊ ǘƘŜ t/Φ hƴŜ ƛǎ ǘƻ ƻōǘŀƛƴ ŀƴ Lt ŀŘŘǊŜǎǎ ŀǳǘƻƳŀǘƛŎŀƭƭȅ ŦǊƻƳ ά[ƻŎŀƭ !ǊŜŀ 

/ƻƴƴŜŎǘƛƻƴέΣ ŀƴŘ ŀƴƻǘƘŜǊ ƛǎ ǘƻ ŎƻƴŦƛƎǳǊŜ ŀ ǎǘŀǘƛŎ Lt ŀŘŘǊŜǎǎ Ƴŀƴǳŀƭƭȅ ǿƛǘƘƛƴ ǘƘŜ ǎŀƳŜ ǎǳōƴŜǘ ƻŦ ǘƘŜ ǊƻǳǘŜǊΦ tƭŜŀǎŜ 

refer to the steps below. 

 

Here take Windows 7 as example, and the configuration for windows system is similar. 

1. Click Start > Control panel, double-click Network and Sharing Center, and then double-click Local Area 

Connection.  
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2. Click Properties in the window of Local Area Connection Status.

 
 

3. Choose Internet Protocol Version 4 (TCP/IPv4) and click Properties. 
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4. Two ways for configuring the IP address of PC 

Obtain an IP address automatically from the DHCP server and click "Obtain an IP address automatically"; 

 
 

Use the following IP address: 

(Configured a static IP address manually within the same subnet of the router. Click and configure "Use the following 

IP address.) 

 

 

5. Click OK to finish the configuration. 
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3.2 Factory Default Settings 

Before configuring your router, you need to know the following default settings. 

Item Description 

Username admin 

Password admin 

ETH0/POE 192.168.0.1/255.255.255.0, WAN mode 

ETH1 192.168.0.1/255.255.255.0, LAN mode 

ETH2 192.168.0.1/255.255.255.0, LAN mode 

ETH3 192.168.0.1/255.255.255.0, LAN mode 

DHCP Server Enabled 

 

3.3 Log in the Router 

To log in to the management page and view the configuration status of your router, please follow the steps below. 

1. On your PC, open a web browser such as Internet Explorer, Google and Firebox, etc. 

2. From your web browser, type the IP address of the router into the address bar and press enter. The default IP 

address of the router is 192.168.0.1, though the actual address may vary. 

 
3. In the login page, enter the username and password, choose language and then click LOGIN. The default 

ǳǎŜǊƴŀƳŜ ŀƴŘ ǇŀǎǎǿƻǊŘ ŀǊŜ άŀŘƳƛƴέΦ 

Note: If enter the wrong username or password over six times, the login web will be locked for 5 minutes. 
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3.4 Control Panel 

After logging in, the home page of the R502л wƻǳǘŜǊΩǎ ǿŜō ƛƴǘŜǊŦŀŎŜ ƛǎ ŘƛǎǇƭŀȅŜŘΣ ŦƻǊ ŜȄŀƳǇƭŜΦ 

  

 

In the home page, users can perform operations such as saving the configuration, restarting the router, and logging 

out. 

Using the original password to log in the router, the page will pop up the following tab 

 

Click the symbol to close the popup. It is strongly recommended for security purposes that you change the default 

username and/or password. To change your username and/or password, see 4.6.6 User Management.  

 

Control Panel 

Item Description Button 

Save & Apply Click to save ǘƘŜ ŎǳǊǊŜƴǘ ŎƻƴŦƛƎǳǊŀǘƛƻƴ ƛƴǘƻ ǊƻǳǘŜǊΩǎ ŦƭŀǎƘ and apply the 

modification on every configuration page, to make the modification 
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taking effect. 

Reboot Click to reboot the router. If the Reboot button is yellow, it means that 

some completed configurations will take effect only after reboot. 
 

Logout Click to log the current user out safely. After logging out, it will switch to 

login page. Shut down web page directly without logout, the next one can 

login web on this browser without a password before timeout.  

 

Submit Click to save the modification on current configuration page.  
 

Cancel Click to cancel the modification on current configuration page. 
 

 

Note: The steps of how to modify configuration are as bellow: 

1. Modify in one page; 

2. Click under this page;  

3. Modify in another page; 

4. Click under this page; 

5. Complete all modification; 

6. Click . 
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Chapter 4 Initial Configuration 

4.1 Status 

This page allows you to view the system information, internet status and LAN status of your router. 

4.1.1 System Information 

This section shows the system status information of your router. 

 

 

 

System Information 

Item Description 

Device Model Show the model name of your device. 

System Uptime Show the current amount of time the router has been connected. 

System Time Show the current system time. 

RAM Usage Show the free memory and the total memory. 

Firmware Version Show the firmware version running on the router. 

Hardware Version Show the current hardware version. 

Kernel Version Show the current kernel version. 

Serial Number Show the serial number of your device. 

 

4.1.2 Cellular Status 

This section shows the cellular status information of the router. 
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Cellular Status 

Item Description 

Active Link Show the current active link. WWAN1̆ WWAN2 or WAN. 

Uptime Show the current amount of time the link has been connected. 

IP Address Show the IP address of current link. 

Router Show the router address of the current link. 

DNS Show the current primary DNS server and secondary server. 

4.1.3 Internet Status 

This section shows the Internet status information of the router. 

 

 

Internet Status 

Item Description 

IP Address Show the IP address and the Netmask of the router. 

MAC Address Show the MAC address of the router. 
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4.2 Interface 

4.2.1 Link Manager 

This section allows you to setup the link connection. Link management is a network link backup feature that provides 

backup of mobile networks and Ethernet links. 

 

 

General Settings @ Link Manager 

Item Description Default 

Primary Link Select from ά²²!bмέΣ ά²²!bнέΣ ά²!bέ ƻǊ ά²[!bέΦ 

· WWAN1: Select SIM1 as the primary wireless link 

· WWAN2: Select SIM2 as the primary wireless link 

· WAN: Select WAN as the primary wired link 

· WLAN: Select WLAN as the primary wireless link 

Note: WLAN link is available only if enable WiFi as Client mode, please 

refer to 4.2.5 Interface > WiFi (Optional). 

WWAN1 

Backup Link  {ŜƭŜŎǘ ŦǊƻƳ άNoneέΣ άWWANмέΣ άWWAN2έΣ ά²!bέΣ ά²[!bέ ƻǊ άbƻƴŜέΦ 

· WWAN1: Select SIM1 as backup wireless link 

· WWAN2: Select SIM2 as backup wireless link 

· WAN: Select WAN as the backup wired link 

· WLAN: Select to make WLAN as the backup wireless link 

Note: WLAN link is available only if enable WiFi as Client mode, please 

refer to 4.2.5 Interface > WiFi (Optional). 

· None: Do not select any backup link 

WWAN2 

Backup Mode {ŜƭŜŎǘ ŦǊƻƳ ά/ƻƭŘ .ŀŎƪǳǇέΣ ά²ŀǊƳ .ŀŎƪǳǇέ ƻǊ ά[ƻŀŘ .ŀƭŀƴŎƛƴƎέΦ 

· Cold Backup: The inactive link is offline on standby 

· Warm Backup: The inactive link is online on standby 

Note: Warm backup mode is not available for dual SIM backup. 

· Load Balancing: Use two links simultaneously 

Cold 

Backup 

Revert Interval Specify the number of minutes that elapses before the primary link is 

checked if a backup link is being used in cold backup mode. 0 means disable 

checking. 

Note: Revert interval is available only under the cold backup mode. 

0 

Emergency Reboot Click the toggle button to enable/disable this option. Enable to reboot the 

whole system if no links available. 

OFF 

Note: Click for help. 
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Link Settings allows you to configure the parameters of link connection, including WWAN1/WWAN2, WAN and WLAN. 

It is recommended to enable Ping detection to keep the router always online. The Ping detection increases the 

reliability and also costs the data traffic. 

 

Click on the right-most of WWAN1/WWAN2 to enter the configuration window. 

WWAN1/WWAN2 

 

 

The window is displayed as below when enabling the ά!ǳǘƻƳŀǘƛŎ !tb {ŜƭŜŎǘƛƻƴέ ƻǇǘƛƻƴΦ 
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¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŘƛǎŀōƭƛƴƎ ǘƘŜ ά!ǳǘƻƳŀǘƛŎ !tb {ŜƭŜŎǘƛƻƴέ ƻǇǘƛƻƴΦ 

 

 

 

 

Link Settings (WWAN) 

Item Description Default 

General Settings 

Index Indicate the ordinal of the list. -- 

Type Show the type of the link. WWAN1 

Description Enter a description for this link. Null 

WWAN Settings 
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Link Settings (WWAN) 

Item Description Default 

Automatic APN 

Selection  

/ƭƛŎƪ ǘƘŜ ǘƻƎƎƭŜ ōǳǘǘƻƴ ǘƻ ŜƴŀōƭŜκŘƛǎŀōƭŜ ǘƘŜ ά!ǳǘƻƳŀǘƛŎ !tb {ŜƭŜŎǘƛƻƴέ 

option. After enabling, the device will recognize the access point name 

automatically. Alternatively, you can disable this option and manually add 

the access point name. 

ON 

APN Enter the Access Point Name for cellular dial-up connection, provided by 

local ISP. 

internet 

Username Enter the username for cellular dial-up connection, provided by local ISP. Null 

Password Enter the password for cellular dial-up connection, provided by local ISP. Null 

Dialup Number Enter the dialup number for cellular dial-up connection, provided by local 

ISP. 

*99***1#  

Authentication Type {ŜƭŜŎǘ ŦǊƻƳ ά!ǳǘƻέΣ άt!tέ ƻǊ ά/I!tέ ŀǎ ǘƘŜ ƭƻŎŀƭ L{t ǊŜǉǳƛǊŜŘΦ Auto 

Switch SIM By Data 

Allowance 

Click the toggle button to enable/disable this option. After enabling, it will 

switch to another SIM when the data limit reached. 

Note: Only used for dual SIM backup. 

OFF 

Data Allowance Set the monthly data traffic limitation. The system will record the data 

traffic statistics when data traffic limitation (MiB) is specified. The traffic 

record will be displayed in Interface > Link Manager > Status > WWAN 

Data Usage Statistics. 0 means disable data traffic record. 

0 

Billing Day Specify the monthly billing day. The data traffic statistics will be 

recalculated from that day. 

1 

Ping Detection Settings 

Enable Click the toggle button to enable/disable the ping detection mechanism, a 

keep-alive policy of the router. 

ON 

Primary Server Router will ping this primary address/domain name to check that if the 

current connectivity is active. 

8.8.8.8 

Secondary Server Router will ping this secondary address/domain name to check that if the 

current connectivity is active. 

114.114.11

4.114 

Interval Set the ping interval. 300 

Retry Interval Set the ping retry interval. When ping failed, the router will ping again 

every retry interval. 

5 

Timeout Set the ping timeout. 3 

Max Ping Tries Set the max ping tries. Switch to another link or take emergency action if 

the max continuous ping tries reached. 

3 

Advanced Settings 

NAT Enable Click the toggle button to enable/disable the Network Address Translation 

option. 

ON 

Upload Bandwidth Set the upload bandwidth used for QoS, measured in kbps. 10000 

Download Bandwidth Set the download bandwidth used for QoS, measured in kbps. 10000 

Overrided Primary 

DNS 

Override primary DNS will override the automatically obtained DNS. Null 

Overrided Secondary 

DNS 

Override secondary DNS will override the automatically obtained DNS. Null 
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Link Settings (WWAN) 

Item Description Default 

Debug Enable Click the toggle button to enable/disable this option. Enable for debugging 

information output. 

ON 

Verbose Debug Enable Click the toggle button to enable/disable this option. Enable for verbose 

debugging information output. 

OFF 

  



Robustel R5020 User Guide                                                                  

 

 
RT_UG_R5020_v.1.0.0                                 Dec. 29, 2020                                  42/161 

WAN 

wƻǳǘŜǊ ǿƛƭƭ ƻōǘŀƛƴ Lt ŀǳǘƻƳŀǘƛŎŀƭƭȅ ŦǊƻƳ 5I/t ǎŜǊǾŜǊ ƛŦ ŎƘƻƻǎƛƴƎ ά5I/tέ ŀǎ ŎƻƴƴŜŎǘƛƻƴ ǘȅǇŜΦ ¢ƘŜ ǿƛƴŘƻǿ ƛǎ 

displayed as below.  

 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά{ǘŀǘƛŎέ ŀǎ ǘƘŜ ŎƻƴƴŜŎǘƛƻƴ ǘȅǇŜΦ 

 

 

The window is displayed as below when ŎƘƻƻǎƛƴƎ άtttƻ9έ ŀǎ ǘƘŜ ŎƻƴƴŜŎǘƛƻƴ ǘȅǇŜΦ 
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Link Settings (WAN) 

Item Description Default 

General Settings 

Index Indicate the ordinal of the list. -- 

Type Show the type of the link. WAN 

Description Enter a description for this link. Null 

Connection Type {ŜƭŜŎǘ ŦǊƻƳ ά5I/tέΣ ά{ǘŀǘƛŎέ ƻǊ άtttƻ9έΦ DHCP 

Static Address Settings 

IP Address Set the IP address with Netmask which can access the internet. 

IP address with Netmask, e.g. 192.168.1.1/24 

Null 

Router Set the router of the IP address in WAN port. Null 

Primary DNS Set the primary DNS. Null 

Secondary DNS Set the secondary DNS. Null 

PPPoE Settings 
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Username Enter the username provided by your Internet Service Provider. Null 

Password Enter the password provided by your Internet Service Provider. Null 

Authentication Type {ŜƭŜŎǘ ŦǊƻƳ ά!ǳǘƻέΣ άt!tέ or ά/I!tέ ŀǎ ǘƘŜ ƭƻŎŀƭ L{t ǊŜǉǳƛǊŜŘΦ Auto 

PPP Expert Options Enter the PPP Expert options used for PPPoE dialup. You can enter some 

other PPP dial strings in this field. Each string can be separated by a 

semicolon.  

Null 

WAN Settings 

Data Allowance Set the monthly data traffic limitation. The system will record the data 

traffic statistics when data traffic limitation (MiB) is specified. The traffic 

record will be displayed in Interface > Link Manager > Status > WWAN 

Data Usage Statistics. 0 means disable data traffic record. 

OFF 

Billing Day Specify the monthly billing day. The data traffic statistics will be 

recalculated from that day. 

1 

Ping Detection Settings 

Enable Click the toggle button to enable/disable the ping detection mechanism, a 

keep-alive policy of the router. 

ON 

Primary Server Router will ping this primary address/domain name to check that if the 

current connectivity is active. 

8.8.8.8 

Secondary Server Router will ping this secondary address/domain name to check that if the 

current connectivity is active. 

114.114.1

14.114 

Interval Set the ping interval. 300 

Retry Interval Set the ping retry interval. When ping failed, the router will ping again 

every retry interval. 

5 

Timeout Set the ping timeout. 3 

Max Ping Tries Set the max ping tries. Switch to another link or take emergency action if 

the max continuous ping tries reached. 

3 

Advanced Settings 

NAT Enable Click the toggle button to enable/disable the Network Address Translation 

option. 

ON 

MTU Enter the Maximum Transmission Unit. 1500 

Upload Bandwidth Enter the upload bandwidth used for QoS, measured in kbps. 10000 

Download Bandwidth Enter the download bandwidth used for QoS, measured in kbps. 10000 

Overrided Primary DNS Override primary DNS will override the automatically obtained DNS. Null 

Overrided Secondary 

DNS 

Override secondary DNS will override the automatically obtained DNS. Null 

Debug Enable Click the toggle button to enable/disable this option. Enable for debugging 

information output. 

ON 

Verbose Debug Enable Click the toggle button to enable/disable this option. Enable for verbose 

debugging information output. 

OFF 

WLAN 

Router ǿƛƭƭ ƻōǘŀƛƴ Lt ŀǳǘƻƳŀǘƛŎŀƭƭȅ ŦǊƻƳ ǘƘŜ ²[!b !t ƛŦ ŎƘƻƻǎƛƴƎ ά5I/tέ ŀǎ ǘƘŜ ŎƻƴƴŜŎǘƛƻƴ ǘȅǇŜΦ ¢ƘŜ ǎǇŜŎƛŦƛŎ 

parameter configuration of SSID is shown as below. 
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¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά{ǘŀǘƛŎέ ŀǎ ǘƘŜ ŎƻƴƴŜŎǘƛƻƴ ǘȅǇŜΦ 

 
 

R5020 does not support the PPPoE WLAN Connection Type. 



Robustel R5020 User Guide                                                                  

 

 
RT_UG_R5020_v.1.0.0                                 Dec. 29, 2020                                  46/161 

 

 

Link Settings (WLAN) 

Item Description Default 

General Settings 

Index Indicate the ordinal of the list. -- 

Type Show the type of the link. WLAN 

Description Enter a description for this link. Null 

Connection Type {ŜƭŜŎǘ ŦǊƻƳ ά5I/tέ ƻǊ ά{ǘŀǘƛŎέΦ DHCP 

WLAN Settings 

SSID Enter a 1-32 characters SSID which your router wants to connect. SSID 

(Service Set Identifier) is the name of your wireless network. 

router 

Connect to Hidden SSID Click the toggle button to enable/disable this option. When router works 

as Client mode and needs to connect any access point which has hidden 

SSID, you need to enable this option.  

OFF 

Password Enter an 8-63 characters password of the access point which your router 

wants to connect. 

Null 

Static Address Settings 

IP Address Enter the IP address with Netmask which can access the Internet,  

e.g. 192.168.1.1/24 

Null 

Router Enter the IP address of WiFi AP. Null 

Primary DNS Set the primary DNS. Null 

Secondary DNS Set the secondary DNS. Null 

Ping Detection Settings 

Enable Click the toggle button to enable/disable the ping detection mechanism, a 

keepalive policy of the router. 

ON 

Primary Server Router will ping this primary address/domain name to check that if the 

current connectivity is active. 

8.8.8.8 

Secondary Server Router will ping this secondary address/domain name to check that if the 

current connectivity is active. 

114.114.1

14.114 

Interval Set the ping interval. 300 

Retry Interval Set the ping retry interval. When ping failed, the router will ping again 

every retry interval. 

5 

Timeout Set the ping timeout. 3 
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Max Ping Tries Set the max ping tries. Switch to another link or take emergency action if 

the max continuous ping tries reached. 

3 

Advance Settings 

NAT Enable Click the toggle button to enable/disable the Network Address Translation 

option. 

ON 

MTU Enter the Maximum Transmission Unit. 1500 

Upload Bandwidth Enter the upload bandwidth used for QoS, measured in kbps. 10000 

Download Bandwidth Enter the download bandwidth used for QoS, measured in kbps. 10000 

Overrided Primary DNS Override primary DNS will override the automatically obtained DNS. Null 

Overrided Secondary 

DNS 

Override secondary DNS will override the automatically obtained DNS. Null 

Debug Enable Click the toggle button to enable/disable this option. Enable for debugging 

information output. 

ON 

Verbose Debug Enable Click the toggle button to enable/disable this option. Enable for verbose 

debugging information output. 

OFF 

Status 

This page allows you to view the status of link connection and clear the monthly data usage statistics. 

 

 

Click the right-most button to select the connection status of the current link. 
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Click the row of the link, and it will show the details information of the current link connection under the row. 

 

 

Click the button to clear SIM1 or SIM2 monthly data traffic usage statistics. Data statistics will be displayed 

only if enable the Data Allowance function in Interface > Link Manager > Link Settings > WWAN Settings > Data 

Allowance. 
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4.2.2 LAN 

This section allows you to set the related parameters for LAN port. There are four LAN ports on R5020 Router, 

including ETH0, ETH1, ETH2 and ETH3. ETH0 is wan by default and is not selectable. The ETH1, ETH2 and ETH3 can 

freely choose from lan0, lan1 and lan2, but at least one LAN port must be assigned as lan0. The default settings of 

ETH0, ETH1, ETH2 and ETH3 are lan0 and their default IP are 192.168.0.1/255.255.255.0.  

LAN 

 

Note: Lan0 cannot be deleted. 

 

You may click to add a new LAN port, or click to delete the current LAN port. Now, click to edit the 

configuration of the LAN port.  

 

 

General Settings @ LAN 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Interface Show the editing port.  

Note: Lan1 is available only if it was selected by one of ETH1~ETH3 in 

Ethernet > Ports > Port Settings. 

-- lan0 

IP Address Set the IP address of the LAN port. 192.168.0.1 

Netmask Set the Netmask of the LAN port. 255.255.255.0 

MTU Enter the Maximum Transmission Unit. 1500 

VLAN ID Enter the VLAN ID corresponding to the lan interface to divide the eth interface 

in the same lan into the same vlan. 

0 
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¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά{ŜǊǾŜǊέ ŀǎ ǘƘŜ ƳƻŘŜΦ 

 

 

 

The ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άwŜƭŀȅέ ŀǎ ǘƘŜ ƳƻŘŜΦ 

 

 

LAN 

Item Description Default 

DHCP Settings 

Enable Click the toggle button to enable/disable the DHCP function. ON 

Mode {ŜƭŜŎǘ ŦǊƻƳ ά{ŜǊǾŜǊέ ƻǊ άwŜƭŀȅέΦ 

· Server: Lease IP address to DHCP clients which have been 

connected to LAN port 

· Relay: Router can be DHCP Relay, which will provide a relay 

tunnel to solve problem that DHCP Client and DHCP Server is not 

in a same subnet 

Server 

IP Pool Start Define the beginning of the pool of IP addresses which will be leased 

to DHCP clients. 

192.168.0.2 
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LAN 

Item Description Default 

IP Pool End Define the end of the pool of IP addresses which will be leased to 

DHCP clients. 

192.168.0.100 

Subnet Mask Define the subnet mask of IP address obtained by DHCP clients from 

DHCP server. 

255.255.255.0 

DHCP Server for Relay Enter the IP address of DHCP relay server. Null 

DHCP Advanced Settings 

Router Define the router assigned by the DHCP server to the clients, which 

must be on the same network segment with DHCP address pool. 

Null 

Primary DNS Define the primary DNS server assigned by the DHCP server to the 

clients. 

Null 

Secondary DNS Define the secondary DNS server assigned by the DHCP server to the 

clients. 

Null 

WINS Server Define the Windows Internet Naming Service obtained by DHCP 

clients from DHCP sever. 

Null 

Lease Time Set the lease time which the client can use the IP address obtained 

from DHCP server, measured in seconds. 

120 

Static lease Bind a lease to correspond an IP address via a MAC address. 

format: mac,ip;mac,ip;..., e.g. FF:ED:CB:A0:98:01,192.168.0.200 

Null 

Expert Options Enter some other options of DHCP server in this field. 

format: config-desc;config-desc, e.g. log-dhcp;quiet-dhcp 

Null 

Debug Enable Click the toggle button to enable/disable this option. Enable for DHCP 

information output. 

OFF 

Multiple IP 

 

You may click to add a multiple IP to the LAN port, or click to delete the multiple IP of the LAN port. Now, click

to edit the multiple IP of the LAN port. 
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IP Settings 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Interface Show the editing port, read only. -- 

IP Address Set the multiple IP address of the LAN port. Null 

Netmask Set the multiple Netmask of the LAN port. Null 

Status 

This section allows you to view the status of LAN connection. 

 

 

Click the row of status, the details status information will be display under the row. Please refer to the screenshot 

below. 

 

 

4.2.3 Ethernet 

This section allows you to set the related parameters for Ethernet. There are four Ethernet ports on R5020 Router, 

including ETH0, ETH1, ETH2 and ETH3. The ETH0 on the router can be configured as a WAN port, while ETH1, ETH2 

and ETH3 can only be configured as a LAN port. By default, ETH1, ETH2 and ETH3 are lan0, and their IP are 
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192.168.0.1/255.255.255.0.  

 

 

Click button of eth1 to configure its parameters. Modify the network port parameters in the pop-up port window. 

 
 

 

 

Port Settings 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Port Show the editing port, read only. -- 

Port Assignment Select the type of network port, WAN port or LAN port. When set it as LAN port in 

"Interface > LAN > LAN > Network Settings > General Setting", can select lan0 or 

lan1 or lan2 from the drop-down box. 

Lan0 

 

 

Port Settings 

Item Description Default 

SFE Fast Enabling SFE Fast improves the throughput of the Ethernet or cellular module, but 

affects the QoS function. If you need to use QoS APP, you need to turn off the SFE 

Fast function. 

--ON 
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This column allows you to view the status of Ethernet port. 

 

 

Click the row of status, the details status information will be display under the row. Please refer to the screenshot 

below. 

 

 

4.2.4 Cellular 

This section allows you to set the related parameters of Cellular. The R5020 Router has two SIM card slots. If insert 

single SIM card at the first time, SIM1 slot and SIM2 slots are available.  

 
 

Click of SIM 1 to edit the parameters. 
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¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά!ǳǘƻέ ŀǎ ǘƘŜ ƴŜǘǿƻǊƪ type. 

 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά{ǇŜŎƛŦȅέ ŀǎ ǘƘŜ ōŀƴŘ ǎŜƭŜŎǘ ǘȅǇŜΦ 
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Cellular 

Item Description Default 

General Settings 

Index Indicate the ordinal of the list. -- 

SIM Card Set the currently editing SIM card. SIM1 

Phone Number Enter the phone number of the SIM card. Null 

PIN Code Enter a 4-8 characters PIN code used for unlocking the SIM. Null 
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Cellular 

Item Description Default 

Extra AT Cmd Enter the AT commands used for cellular initialization. Null 

Telnet Port Specify the Port listening of telnet service, used for AT over Telnet. 0 

Cellular Network Settings 

Network Type {ŜƭŜŎǘ ŦǊƻƳ ά!ǳǘƻέΣ άоD hƴƭȅέΣ and ά4G OnlyέΦ 

· Auto: Connect to the best signal network automatically 

· 3G Only: Only the 3G network is connected  

· 4G Only: Only the 4G network is connected 

Auto 

Band Select Type {ŜƭŜŎǘ ŦǊƻƳ ά!ƭƭέ ƻǊ ά{ǇŜŎƛŦȅέΦ ¸ƻǳ Ƴŀȅ ŎƘƻƻǎŜ ŎŜǊǘŀƛƴ ōŀƴŘǎ ƛŦ ŎƘƻƻǎƛƴƎ 

ά{ǇŜŎƛŦȅέΦ 

All 

Advanced Settings 

Debug Enable Click the toggle button to enable/disable this option. Enable for debugging 

information output. 

ON 

Verbose Debug 

Enable 

Click the toggle button to enable/disable this option. Enable for verbose 

debugging information output. 

OFF 

Network 

Registration 

Timeout 

The timeout required for the module to register to the network. 0 indicates that 

the default configuration is used. 

0 

 

This section allows you to view the status of the cellular connection. 
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Click the row of status, the details status information will be displayed under the row. 

 
 

Status 

Item Description 

Index Indicate the ordinal of the list. 

Modem Status Show the status of the radio module. 

Modem Model Show the model of the radio module. 

Current SIM Show the SIM card that your router is using: SIM1 or SIM2 

Phone Number Show the phone number of the current SIM. 

Note: This option will be displayed if enter manually in Cellular > Advanced Cellular 

Settings > SIM1/SIM2 > Phone Number. 

IMSI Show the IMSI number of the current SIM. 

ICCID Show the ICCID number of the current SIM. 

Registration Show the current network status. 

Network Provider Show the name of Network Provider.  

Network Type Show the current network service type, e.g. GPRS. 

Band Show the band of the current network. 

Signal Strength Show the signal strength detected by the mobile. 

RSRP Show the Reference Signal Receiving Power detected by the mobile. 

RSRQ Show the Reference Signal Received Quality detected by the mobile. 

SINR Show the Signal to Interference plus Noise Ratio detected by the mobile. 

Bit Error Rate Show the current bit error rate. 

PLMN ID Show the current PLMN ID. 

Local Area Code Show the current local area code used for identifying different area.  

Cell ID Show the current cell ID used for locating the router. 
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Status 

Item Description 

PCI Show the current Physical Cell ID. 

IMEI Show the IMEI (International Mobile Equipment Identity) number of the radio 

module. 

Firmware Version Show the current firmware version of the radio module. 

 

This page allows you to check the AT Debug. 

 

 

AT Debug 

Item Description Default 

Command Enter the AT command that you want to send to cellular module in this 

text box. 

Null 

Result Show the AT command responded by cellular module in this text box. Null 

 Click the button to send AT command. -- 
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4.2.5 WiFi 

This section allows you to configure the parameters of two WiFi modes. Router supports either WiFi AP mode or 

Client mode, and defaults as AP.  

WiFi AP 

Configure Router as WiFi AP 

Click Interface > WiFi > WiFiΣ ǎŜƭŜŎǘ ά!tέ ŀǎ ǘƘŜ ƳƻŘŜ ŀƴŘ ŎƭƛŎƪ ά{ǳōƳƛǘέΦ 

 
Note: Please remember to click Save & Apply after finish the configuration, so that the configuration can be took 

effect. 

 

Click the Access Point 2G column to configure the parameters of WiFi AP. By default, the security mode is set as 

ά5ƛǎŀōƭŜŘέΦ 
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ThŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ǎŜǘǘƛƴƎ ά²t!-tŜǊǎƻƴŀƭέ ŀǎ ǘƘŜ ǎŜŎǳǊƛǘȅ ƳƻŘŜΦ 

 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ǎŜǘǘƛƴƎ ά²9tέ ŀǎ ǘƘŜ ǎŜŎǳǊƛǘȅ ƳƻŘŜΦ 

 

 

General Settings @ Access Point 2G 

Item Description Default 

Enable Click the toggle button to enable/disable the WiFi 

access point option. 

OFF 

Wireless Mode {ŜƭŜŎǘ ŦǊƻƳ άммōƎƴ aƛȄŜŘέΣ άммō ƻƴƭȅέΣ άммƎ ƻƴƭȅέ ŀƴŘ 

άммƴ ƻƴƭȅέΦ  

· 11bgn Mixed: mix three protocols for backward 

compatibility  

· 11b only: IEEE 802.11b, 11 Mbps~2.4GHz 

· 11g only: IEEE 802.11g, 54 Mbps~2.4GHz 

· 11n only: IEEE 802.11n, 450 Mbps 

11bgn Mixed 
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General Settings @ Access Point 2G 

Item Description Default 

Bandwidth {ŜƭŜŎǘ ŦǊƻƳ άнл aIȊέ ƻǊ άплaIȊέΦ 

Note: 40 MHz channel width provides twice the data 

rate available over a single 20 MHz channel; 

20MHz 

Channel 

The channel that different bandwidth can choose is as 

follows. 

· Auto: Router will scan all frequency channels until 

the best one is found 

· The frequency of 1~13 channels of 20MHz 

bandwidth available channel: 

1ς2412 MHz 

2ς2417 MHz 

3ς2422 MHz 

4ς2427 MHz 

5ς2432 MHz 

6ς2437 MHz 

7ς2442 MHz 

8ς2447 MHz 

9ς2452 MHz 

10ς2457 MHz 

11ς2462 MHz 

12ς2467 MHz 

13ς2472 MHz 

· The frequency of 1~13 channels of 40MHz 

bandwidth available channel: 

1ς2412 MHz 

2ς2417 MHz 

3ς2422 MHz 

4ς2427 MHz 

5ς2432 MHz 

6ς2437 MHz 

7ς2442 MHz 

8ς2447 MHz 

9ς2452 MHz 

10ς2457 MHz 

11ς2462 MHz 

12ς2467 MHz 

13ς2472 MHz 

Auto 

SSID Enter the Service Set Identifier, the name of your 

wireless network. The SSID of a client and the SSID of 

the AP must be identical for the client and AP to be able 

to communicate with each other. Enter 1 to 32 

characters. 

router2g 
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General Settings @ Access Point 2G 

Item Description Default 

Broadcast SSID Click the toggle button to enable/disable the SSID being 

broadcast. When enabled, the client can scan your 

SSID. When disabled, the client cannot scan your SSID. 

If you want to connect to the router AP, you need to 

manually enter the SSID of router AP at WiFi client side. 

ON 

Security Mode {ŜƭŜŎǘ ŦǊƻƳ ά5ƛǎŀōƭŜŘέΣ ά²t!-tŜǊǎƻƴŀƭέƻǊ ά²9tέΦ 

· Disabled: User can access the WiFi without 

password 

Note: It is strongly recommended for security 

purposes that you do not choose this kind of 

mode. 

· WPA-personal: WiFi access protection, only one 

password is provided for identity authentication 

· WEP: Wired Equivalent Privacy provides encryption 

ŦƻǊ ǿƛǊŜƭŜǎǎ ŘŜǾƛŎŜΩǎ Řŀǘŀ ǘǊŀƴǎƳƛǎǎƛƻƴ 

Disabled 

WPA Version {ŜƭŜŎǘ ŦǊƻƳ ά!ǳǘƻέΣ ά²t!έ ƻǊ ά²t!нέΦ 

· Auto: Router will choose automatically the most 

suitable WPA version 

· WPA2 is a stronger security feature than WPA 

Auto 

Encryption {ŜƭŜŎǘ ŦǊƻƳ ά¢YLtέ ƻǊ ά!9{έΦ 

· TKIP: Temporal Key Integrity Protocol (TKIP) 

encryption uses a wireless connection. TKIP 

encryption can be used for WPA-PSK and WPA 

802.1x authentication  

· AES: AES encryption uses a wireless connection. 

AES can be used for CCMP WPA-PSK and WPA 

802.1x authentication. AES is a stronger encryption 

algorithm than TKIP 

Note: The security mode will affect wireless 

communication rate. Different wireless modes support 

different encryption modes. For example, 802.11n 

supports neither WEP security mode nor TKIP 

algorithm. If they are used, the wireless communication 

rate will reduce to 54Mbps (802.11g mode). It is 

recommended to select AES in 802.11n mode. 

AES 

PSK Password Enter the Pre share key password. Enter 8 to 63 

characters. 

Null 

Group Key Update Interval Enter the time period of group key renewal. 3600 

WEP Key Enter the WEP key. The key length should be 10 or 26 

hexadecimal digits depending on which WEP key is 

used, 64 digits or 128 digits. 

Null 
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Advanced Settings @ Access Point 2G 

Item Description Default 

Max Associated Stations Set the max number of clients ŀƭƭƻǿŜŘ ǘƻ ŀŎŎŜǎǎ ǘƘŜ ǊƻǳǘŜǊΩǎ !tΦ 

(Value 0 means without limitation) 

0 

Beacon Interval Set the interval of time in which the router AP broadcasts a beacon 

which is used for wireless network authentication. 

100 

DTIM Period Set the delivery traffic indication message period and the router AP 

will multicast the data according to this period. 

2 

RTS Threshold {Ŝǘ ǘƘŜ άǊŜǉǳŜǎǘ ǘƻ ǎŜƴŘέ ǘƘǊŜǎƘƻƭŘΦ ²ƘŜƴ ǘƘŜ ǘƘǊŜǎƘƻƭŘ ǎŜǘ ŀǎ 

2347, the router AP will not send detection signal before sending 

data. And when the threshold set as 0, the router AP will send 

detection signal before sending data. 

2347 

Fragmentation Threshold Set the fragmentation threshold of a WiFi AP. It is recommended that 

you use the default value 2346. 

2346 

Transmit Rate Set the transmit rate. You can choose Auto or specify a Transmit 

Rate, including 1Mbps, 2Mbps, 5.5Mbps, 6Mbps, 11Mbps, 12Mbps, 

18Mbps, 24Mbps, 36Mbps, 48Mbps and 54Mbps. 

Auto 

11N Transmit Rate Specify the transmit rate under the IEEE 802.11n mode or let is 

ŘŜŦŀǳƭǘ ǘƻ ά!ǳǘƻέΦ Select from MCS0, MCS1, MCS2, MCS3, MCS4, 

MCS5, MCS6, MCS7, MCS8, MCS9, MCS10, MCS11, MCS12, MCS13, 

MCS14 and MCS15. 

Auto 

Transmit Power {ŜƭŜŎǘ ŦǊƻƳ άaŀȄέΣ άIƛƎƘέΣ άaŜŘƛǳƳέ ƻǊ ά[ƻǿέΦ Max 

Enable WMM Click the toggle button to enable/disable the WMM option. ON 

Enable Short GI Click the toggle button to enable/disable the Short Guard Interval 

option. Short GI is a blank time between two symbols, providing a 

long buffer time for signal delay. Using the Short GI would increase 

11% in data rates, but also result in higher packet error rates. 

ON 
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Advanced Settings @ Access Point 2G 

Item Description Default 

Enable AP Isolation Click the toggle button to enable/disable the AP isolation option. 

When enabled, the router will isolate all connected wireless devices. 

The wireless device cannot access the router directly via WLAN. 

OFF 

Debug Level {ŜƭŜŎǘ ŦǊƻƳ άǾŜǊōƻǎŜέΣ άŘŜōǳƎέΣ άƛƴŦƻέΣ άƴƻǘƛŎŜέΣ άǿŀǊƴƛƴƎέ ƻǊ 

άƴƻƴŜέΦ 

none 

 

 

 

Click to add a MAC address to the Access Control List. The maximum count for MAC address is 64. 

 

 

ACL Settings @ Access Point 2G 

Item Description Default 

Enable ACL Click the toggle button to enable/disable this option. OFF 

ACL Mode  {ŜƭŜŎǘ ŦǊƻƳ ά!ŎŎŜǇǘέ ƻǊ ά5ŜƴȅέΦ 

· !ŎŎŜǇǘΥ hƴƭȅ ǘƘŜ ǇŀŎƪŜǘǎ ŦƛǘǘƛƴƎ ǘƘŜ ŜƴǘƛǘƛŜǎ ƻŦ ǘƘŜ ά!ŎŎŜǎǎ /ƻƴǘǊƻƭ 

[ƛǎǘέ Ŏŀƴ ōŜ ŀƭƭƻǿŜŘ 

· Deny: All the packets fitting ǘƘŜ ŜƴǘƛǘƛŜǎ ƻŦ ǘƘŜ ά!ŎŎŜǎǎ /ƻƴǘǊƻƭ 

[ƛǎǘέ ǿƛƭƭ ōŜ ŘŜƴƛŜŘ 

Note: Router can only allow or deny devices which are included in 

ά!ŎŎŜǎǎ /ƻƴǘǊƻƭ [ƛǎǘέ ŀǘ ƻƴŜ ǘƛƳŜΦ 

Accept 

Access Control List @ Access Point 2G 

Index Indicate the ordinal of the list. -- 

Description Enter a description for this access control list. Null 

MAC Address Add a MAC address here. Null 

 

Click the Access Point 5G column to configure the parameters of WiFi AP. By default, the security mode is set as 

ά5ƛǎŀōƭŜŘέΦ 
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The window is ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ǎŜǘǘƛƴƎ ά²t!-tŜǊǎƻƴŀƭέ ŀǎ ǘƘŜ ǎŜŎǳǊƛǘȅ ƳƻŘŜΦ 

 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ǎŜǘǘƛƴƎ ά²9tέ ŀǎ ǘƘŜ ǎŜŎǳǊƛǘȅ ƳƻŘŜΦ
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General Settings @ Access Point 5G 

Item Description Default 

Enable Click the toggle button to enable/disable the WiFi 

access point option. 

OFF 

Wireless Mode {ŜƭŜŎǘ ŦǊƻƳ άммŀƴέΣ ƻǊ άммκŀκŀƴκŀŎέΦ  

· 11an : Compatible IEEE 802.11a, 54 Mbps and IEEE 

802.11n, 300Mbps 

· 11n/a/an/ac: Compatible IEEE 802.11a, 54 Mbps, 

IEEE802.11n 300 Mbps and 802.11ac, 867 Mbps 

11an 

Bandwidth {ŜƭŜŎǘ ŦǊƻƳ άнлaIȊέΣ άплaIȊέ ƻǊ άулaIȊέΦ 

Note: 40 MHz channel width provides twice the data 

rate available over a single 20 MHz channel; the data 

transfer rate of 80MHz bandwidth is 4 times greater 

than that of a single 20Mhz bandwidth. 

20MHz 

Channel 

The optional channels for bandwidths are as below. 

· The frequency of 36~165 channels of 20MHz 

bandwidth available channels: 

36ς5180 MHz 

40ς5200 MHz 

44ς5220 MHz 

48ς5240 MHz 

149ς5745 MHz 

153ς5765 MHz 

157ς5785 MHz 

161ς5805 MHz 

165ς5825 MHz 

· The frequency of 36~165 channels of 40MHz 

bandwidth available channels: 

36ς5180 MHz 

40ς5200 MHz 

44ς5220 MHz 

48ς5240 MHz 

149ς5745 MHz 

153ς5765 MHz 

157ς5785 MHz 

161ς5805 MHz 

165ς5825 MHz 

· The frequency of 36~165 channels of 80MHz 

bandwidth available channels: 

36ς5180 MHz 

40ς5200 MHz 

44ς5220 MHz 

48ς5240 MHz 

149ς5745 MHz 

153ς5765 MHz 

36 
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General Settings @ Access Point 5G 

Item Description Default 

157ς5785 MHz 

161ς5805 MHz 

165ς5825 MHz 

Note: All available channels of 5GHz WiFi in different 

bandwidths are listed above. Web parameters should 

be configured due to the different available channels in 

different countries and areas.  

SSID Enter the Service Set Identifier, the name of your 

wireless network. The SSID of a client and the SSID of 

the AP must be identical for the client and AP to be able 

to communicate with each other. Enter 1 to 32 

characters. 

router5g 

Broadcast SSID Click the toggle button to enable/disable the SSID being 

broadcast. When enabled, the client can scan your 

SSID. When disabled, the client cannot scan your SSID. 

If you want to connect to the router AP, you need to 

manually enter the SSID of router AP at WiFi client side. 

ON 

Security Mode {ŜƭŜŎǘ ŦǊƻƳ ά5ƛǎŀōƭŜŘέΣ ά²t!-PersƻƴŀƭέΣ ƻǊ ά²9tέΦ 

· Disabled: User can access the WiFi without 

password 

Note: It is strongly recommended for security 

purposes that you do not choose this kind of 

mode. 

· WPA-personal: WiFi access protection, only one 

password is provided for identity authentication 

· WEP: Wired Equivalent Privacy provides encryption 

ŦƻǊ ǿƛǊŜƭŜǎǎ ŘŜǾƛŎŜΩǎ Řŀǘŀ ǘǊŀƴǎƳƛǎǎƛƻƴ 

Disabled 

WPA Version {ŜƭŜŎǘ ŦǊƻƳ ά!ǳǘƻέΣ ά²t!έ ƻǊ ά²t!нέΦ 

· Auto: Router will choose automatically the most 

suitable WPA version 

· WPA2 is a stronger security feature than WPA 

Auto 
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General Settings @ Access Point 5G 

Item Description Default 

Encryption {ŜƭŜŎǘ ŦǊƻƳ ά¢YLtέ ƻǊ ά!9{έΦ 

· TKIP: Temporal Key Integrity Protocol (TKIP) 

encryption uses a wireless connection. TKIP 

encryption can be used for WPA-PSK and WPA 

802.1x authentication  

· AES: AES encryption uses a wireless connection. 

AES can be used for CCMP WPA-PSK and WPA 

802.1x authentication. AES is a stronger encryption 

algorithm than TKIP 

Note: The security mode will affect wireless 

communication rate. Different wireless modes support 

different encryption modes. For example, 802.11n 

supports neither WEP security mode nor TKIP 

algorithm. If they are used, the wireless communication 

rate will reduce to 54Mbps (802.11g mode). It is 

recommended to select AES in 802.11n mode. 

AES 

PSK Password Enter the Pre share key password. Enter 8 to 63 

characters. 

Null 

Group Key Update Interval Enter the time period of group key renewal. 3600 

WEP Key Enter the WEP key. The key length should be 10 or 26 

hexadecimal digits depending on which WEP key is 

used, 64 digits or 128 digits. 

Null 

 

 

 

Advanced Settings @ Access Point 5G 

Item Description Default 

Max Associated Stations {Ŝǘ ǘƘŜ ƳŀȄ ƴǳƳōŜǊ ƻŦ ŎƭƛŜƴǘǎ ŀƭƭƻǿŜŘ ǘƻ ŀŎŎŜǎǎ ǘƘŜ ǊƻǳǘŜǊΩǎ !tΦ 

(Value 0 means without limitation) 

0 
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Advanced Settings @ Access Point 5G 

Item Description Default 

Beacon Interval Set the interval of time in which the router AP broadcasts a beacon 

which is used for wireless network authentication. 

100 

DTIM Period Set the delivery traffic indication message period and the router AP 

will multicast the data according to this period. 

2 

RTS Threshold {Ŝǘ ǘƘŜ άǊŜǉǳŜǎǘ ǘƻ ǎŜƴŘέ ǘƘǊŜǎƘƻƭŘΦ ²ƘŜƴ ǘƘŜ ǘƘǊŜǎƘƻƭŘ ǎŜǘ ŀǎ 

2347, the router AP will not send detection signal before sending 

data. And when the threshold set as 0, the router AP will send 

detection signal before sending data. 

2347 

Fragmentation Threshold Set the fragmentation threshold of a WiFi AP. It is recommended that 

you use the default value 2346. 

2346 

Transmit Power {ŜƭŜŎǘ ŦǊƻƳ άaŀȄέΣ άIƛƎƘέΣ άaŜŘƛǳƳέ ƻǊ ά[ƻǿέΦ Max 

Enable WMM Click the toggle button to enable/disable the WMM option. ON 

Enable Short GI Click the toggle button to enable/disable the Short Guard Interval 

option. Short GI is a blank time between two symbols, providing a 

long buffer time for signal delay. Using the Short GI would increase 

11% in data rates, but also result in higher packet error rates. 

ON 

Enable AP Isolation Click the toggle button to enable/disable the AP isolation option. 

When enabled, the router will isolate all connected wireless devices. 

The wireless device cannot access the router directly via WLAN. 

OFF 

Debug Level {ŜƭŜŎǘ ŦǊƻƳ άǾŜǊōƻǎŜέΣ άŘŜōǳƎέΣ άƛƴŦƻέΣ άƴƻǘƛŎŜέΣ άǿŀǊƴƛƴƎέ ƻǊ 

άƴƻƴŜέΦ 

none 

 

 

 

Click to add a MAC address to the Access Control List. The maximum count for MAC address is 64. 

 

 

ACL Settings @ Access Point 5G 

Item Description Default 

Enable ACL Click the toggle button to enable/disable this option. OFF 

ACL Mode  {ŜƭŜŎǘ ŦǊƻƳ ά!ŎŎŜǇǘέ ƻǊ ά5ŜƴȅέΦ 

· !ŎŎŜǇǘΥ hƴƭȅ ǘƘŜ ǇŀŎƪŜǘǎ ŦƛǘǘƛƴƎ ǘƘŜ ŜƴǘƛǘƛŜǎ ƻŦ ǘƘŜ ά!ŎŎŜǎǎ /ƻƴǘǊƻƭ 

Accept 
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ACL Settings @ Access Point 5G 

Item Description Default 

[ƛǎǘέ Ŏŀƴ ōŜ ŀƭƭƻǿŜŘ 

· 5ŜƴȅΥ !ƭƭ ǘƘŜ ǇŀŎƪŜǘǎ ŦƛǘǘƛƴƎ ǘƘŜ ŜƴǘƛǘƛŜǎ ƻŦ ǘƘŜ ά!ŎŎŜǎǎ /ƻƴǘǊƻƭ 

Listέ ǿƛƭƭ ōŜ ŘŜƴƛŜŘ 

Note: Router can only allow or deny devices which are included in 

ά!ŎŎŜǎǎ /ƻƴǘǊƻƭ [ƛǎǘέ ŀǘ ƻƴŜ ǘƛƳŜΦ 

Access Control List @ Access Point 5G 

Index Indicate the ordinal of the list. -- 

Description Enter a description for this access control list. Null 

MAC Address Add a MAC address here. Null 

 

This section allows you to view the status of AP. 

 
Note: WiFi is off by default. Follow the steps below to enable it and configure the router as WiFi client.  

WiFi Client 

Configure Router as WiFi Client 

Click Interface > WiFi > WiFiΣ ǎŜƭŜŎǘ ά/ƭƛŜƴǘέ ŀǎ ǘƘŜ ƳƻŘŜ ŀƴŘ ǊŜƎŀǊŘƛƴƎ ǘƘŜ !t ǘȅǇŜ ǘƻ ŎƘƻƻǎŜ ǘƘŜ ǊŜƭŀǘŜŘ /ƭƛŜƴǘ .ŀƴŘ 

ǘƘŜƴ ŎƭƛŎƪ ά{ǳōƳƛǘέΦ 
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!ƴŘ ǘƘŜƴ ŀ ά²[!bέ ŎƻƭǳƳƴ ǿƛƭƭ ŀǇǇŜŀǊ ǳƴŘŜǊ ǘƘŜ LƴǘŜǊŦŀŎŜ ƭƛǎǘΦ 

 
 

Click Interface > Link Manager > Link Settings, and click the edit button of WLAN, then configure its related 

parameters.  

 
 

Click Interface > WLAN to configure the parameters of WiFi Client after setting the mode as Client. Please remember 

to click Save & Apply > Reboot after finish the configuration, so that the configuration can be took effect. 

 

 

 

4.2.6 USB 

This section allows you to set the USB parameters. The USB interface of the router can be used for firmware upgrade 

and configuration upgrade.  
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General Settings @ USB 

Item Description Default 

Enable USB Click the toggle button to enable/disable the USB option. ON 

Enable Automatic 

Upgrade 

Click the toggle button to enable/disable this option. Enable to automatically 

update the firmware of the router when inserting a USB storage device with a 

router firmware. 

OFF 

Key 

Item Description Default 

USB Automatic Update 

Key 

Click to generate a key, and click to download the key.  -- 

Note: In the process of USB auto upgrade, when using the USB auto-upgrade function, when the running light 

appears, it means the upgrade is in progress. When the running light stops and the USER light is on, it means the 

upgrade is complete. After upgrading, the device will not restart automatically. If there is no running light effect, it 

means that there is an abnormality and it does not enter into the automatic upgrade process 

4.2.7 DI/DO 

This section allows you to set the DI/DO parameters. Digital Input and Digital Output are the specific interfaces for 

R5020. The DI interface can be used for triggering alarm, while the DO can be used for controlling the slave device so 

as to realize real-time monitoring. 

DI 
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Click the right-most ōǳǘǘƻƴ ƻŦ ƛƴŘŜȄ м ŀǎ ōŜƭƻǿΦ ¢ƘŜ ŘŜŦŀǳƭǘ ƳƻŘŜ ƛǎ άhb-hCCέΦ 

 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά/ƻǳƴǘŜǊέ as the mode. 

 
 

General Settings @ DI 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Enable Click the toggle button to enable/disable this DI. OFF 

Mode {ŜƭŜŎǘ ŦǊƻƳ άhb-hCCέ ƻǊ ά/ƻǳƴǘŜǊέΦ 

· ON-OFF: DI interface support ON and OFF mode (high or low level 

electrical) trigger DI alarm. The mode default to ON, and OFF mode is 

available only when enabling the inversion feature 

ONτUnder this mode, DI alarm status will be triggered to ON when DI 

interface open from GND or input a high level electrical (logic 1), on the 

contrary DI alarm status will be trigged to OFF when DI interface connect 

to GND or input a low level electrical (logic 0) 

OFFτUnder this mode, DI alarm status will be triggered to ON when DI 

interface connect to GND or input a low level electrical (logic 0), on the 

contrary DI alarm status will be trigged to OFF when DI interface open 

from GND or input a high level electrical (logic 1) 

· Counter: Event counter mode 

ON-OFF 

Inversion Click the toggle button to enable/disable this option. Enable to set DI mode as 

OFF mode. 

OFF 

Threshold Value Set the threshold vale. It will trigger alarm when event counter reaches this 0 
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General Settings @ DI 

Item Description Default 

figure. After triggering alarm, DI will keep counting but not trigger alarm 

again. Enter 0 to 65535 digits. (0=will not trigger alarm) 

NoteΥ ¢Ƙƛǎ ƻǇǘƛƻƴ ƛǎ ƻƴƭȅ ŀǾŀƛƭŀōƭŜ ǿƘŜƴ 5L ǳƴŘŜǊ ǘƘŜ ά/ƻǳƴǘŜǊέ ƳƻŘŜΦ 

Alarm On Content Show the content when alarm on. Alarm On 

Alarm Off Content Show the content when alarm off. Alarm Off 

Note: Lǘ ŘŜŦŀǳƭǘǎ ŀǎ ƘƛƎƘ ŀƭŀǊƳΣ ǿƘƛƭŜ ǘǳǊƴǎ ǘƻ ƭƻǿ ŀƭŀǊƳ ŀŦǘŜǊ ŜƴŀōƭƛƴƎ ǘƘŜ άLƴǾŜǊǎƛƻƴέ ōǳǘǘƻƴΦ  

 

DO 

 

 

Click to enter the DO configuration window. 
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¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άtǳƭǎŜέ ŀǎ ǘƘŜ ŀƭŀǊƳ ƻƴ ŀŎǘƛƻƴΦ 

 

 

The window is displayed ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άtǳƭǎŜέ ŀǎ ǘƘŜ ŀƭŀǊƳ ƻŦŦ ŀŎǘƛƻƴΦ 

 

 

General Settings @ DO 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Enable Click the toggle button to enable/disable this DO. OFF 

Alarm On Action Digital Output initiates ǿƘŜƴ ǘƘŜǊŜ ƛǎ ŀƴ ŀƭŀǊƳΦ {ŜƭŜŎǘŜŘ ŦǊƻƳ άIƛƎƘέΣ ά[ƻǿέ ƻǊ 

άtǳƭǎŜέΦ 

· High: a high electrical level output 

· Low: a low electrical level output 

· Pulse: Generates a square wave as specified in the pulse mode parameters when 

triggered 

High 
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General Settings @ DO 

Item Description Default 

Alarm Off 

Action 

Digital hǳǘǇǳǘ ƛƴƛǘƛŀǘŜǎ ǿƘŜƴ ŀƭŀǊƳ ǊŜƳƻǾŜŘΦ {ŜƭŜŎǘŜŘ ŦǊƻƳ άIƛƎƘέΣ ά[ƻǿέ ƻǊ άtǳƭǎŜέΦ 

· High: a high electrical level output 

· Low: a low electrical level output 

· Pulse: Generates a square wave as specified in the pulse mode parameters when 

triggered 

Low 

Initial State {ǇŜŎƛŦȅ ǘƘŜ 5ƛƎƛǘŀƭ hǳǘǇǳǘ ǎǘŀǘǳǎ ǿƘŜƴ ǇƻǿŜǊŜŘ ƻƴΦ {ŜƭŜŎǘŜŘ ŦǊƻƳ ά[ŀǎǘέΣ άIƛƎƘέ ƻǊ 

ά[ƻǿέΦ 

· [ŀǎǘΥ 5hΩǎ ǎǘŀǘǳǎ ǿƛƭƭ Ŏƻƴǎƛǎǘ ǿƛǘƘ ǘƘŜ ǎǘŀǘǳǎ ƻŦ ƭŀǎǘ ǇƻǿŜǊ ƻŦŦ 

· High: DO interface is in high electrical level 

· Low: DO interface is in low electrical level 

Last 

Delay Set the delay time for DO alarm start-up. The first pulse will be generated after a 

ά5ŜƭŀȅέΦ 9ƴǘŜǊ ŦǊƻƳ л ǘƻ олллллƳǎΦ όлҐƎŜƴŜǊŀǘŜ ǇǳƭǎŜ ǿƛǘƘƻǳǘ ŘŜƭŀȅύ 

0 

Hold Time Set the hold time of DO status (Alarm On Action/Alarm Off Action). When the action 

time reach this specified time, DO will stop the action. Enter from 0 to 3000 seconds. 

(0=keep on until the next action) 

0 

Low-level Width Set the low-ƭŜǾŜƭ ǿƛŘǘƘΦ Lǘ ƛǎ ŀǾŀƛƭŀōƭŜ ǿƘŜƴ ŜƴŀōƭƛƴƎ tǳƭǎŜ ŀǎ ά!ƭŀǊƳ hƴ !Ŏǘƛƻƴκ!ƭŀǊƳ 

hŦŦ !ŎǘƛƻƴέΦ Lƴ tǳƭǎŜ hǳǘǇǳǘ Ƴƻde, the selected digital output channel will generate a 

square wave as specified in the pulse mode parameters. The low level widths are 

specified here. Enter from 1 to 3000 ms. 

1000 

High-level 

Width 

Set the high-level width. It is available when enabling tǳƭǎŜ ŀǎ ά!ƭŀǊƳ hƴ 

!Ŏǘƛƻƴκ!ƭŀǊƳ hŦŦ !ŎǘƛƻƴέΦ Lƴ tǳƭǎŜ hǳǘǇǳǘ ƳƻŘŜΣ ǘƘŜ ǎŜƭŜŎǘŜŘ ŘƛƎƛǘŀƭ ƻǳǘǇǳǘ ŎƘŀƴƴŜƭ 

will generate a square wave as specified in the pulse mode parameters. The high level 

widths are specified here. Enter from 1 to 3000 ms. 

1000 

Alarm Source 5ƛƎƛǘŀƭ hǳǘǇǳǘ ƛƴƛǘƛŀǘŜǎ ŀŎŎƻǊŘƛƴƎ ǘƻ ŘƛŦŦŜǊŜƴǘ ŀƭŀǊƳ ǎƻǳǊŎŜΦ {ŜƭŜŎǘŜŘ ƻƴƭȅ ά5Lм !ƭŀǊƳέΦ 

DI1 Alarm: Digital Output triggers the related action when there is alarm from Digital 

Input. 

DI1  

Status 

This window allows you to view the status of DO and DI interface. It also can clear the counter alarm of DI in here. 

Click button to clear DI1 or DI2 monthly usage statistics info for counter alarm.  
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4.2.8 Serial Port 

This section allows you to set the serial port parameters. R5020 Router supports one COM1 and one COM2, also can 

be configured as either two COM1 or two COM2. Serial port provides a way to transfer serial data to IP data, or vice 

versa, and transmit these data via wired or wireless network to achieve data transparent transmission.  

 
 

Click the edit button of COM1.  
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¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά¢ǊŀƴǎǇŀǊŜƴǘέ ŀǎ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ƳƻŘŜ ŀƴŘ ά¢/t /ƭƛŜƴǘέ ŀǎ ǘƘŜ 

protocol. 

 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά¢ǊŀƴǎǇŀǊŜƴǘέ ŀǎ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ƳƻŘŜ ŀƴŘ ά¢/t {ŜǊǾŜǊέ ŀǎ ǘƘŜ 

protocol. 

 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά¢ǊŀƴǎǇŀǊŜƴǘέ ŀǎ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ƳƻŘŜ ŀƴŘ ά¦5tέ ŀǎ ǘƘŜ ǇǊƻǘƻŎƻƭΦ 

 
 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άaƻŘōǳǎ w¢¦ wƻǳǘŜǊέ ŀǎ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ƳƻŘŜ ŀƴŘ ά¢/t /ƭƛŜƴǘέ ŀǎ 

the protocol. 
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¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άaƻŘōǳǎ w¢¦ wƻǳǘŜǊέ ŀǎ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ƳƻŘŜ ŀƴŘ ά¢/t {ŜǊǾŜǊέ 

as the protocol. 

 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άaƻŘōǳǎ w¢¦ wƻǳǘŜǊέ ŀǎ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ƳƻŘŜ ŀƴŘ ά¦5tέ ŀǎ ǘƘŜ 

protocol. 

 
 

The wiƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άaƻŘōǳǎ !{/LL wƻǳǘŜǊέ ŀǎ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ƳƻŘŜ ŀƴŘ ά¢/t /ƭƛŜƴǘέ 

as the protocol. 

 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άaƻŘōǳǎ !{/LL wƻǳǘŜǊέ ŀǎ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ƳƻŘŜ ŀƴŘ ά¢/t {ŜǊǾŜǊέ 

as the protocol. 
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¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άaƻŘōǳǎ !{/LL wƻǳǘŜǊέ ŀǎ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ƳƻŘŜ ŀƴŘ ά¦5tέ ŀǎ ǘƘŜ 

protocol. 

 
 

Serial Port 

Item Description Default 

Serial Port Application Settings 

Index Indicate the ordinal of the list. -- 

Port Show the ŎǳǊǊŜƴǘ ǎŜǊƛŀƭΩǎ ƴŀƳŜΣ ǊŜŀŘ ƻƴƭȅΦ COM1-- 

Enable Click the toggle button to enable/disable this serial port. When the status is OFF, 

the serial port is not available. 

OFF 

Baud Rate {ŜƭŜŎǘ ŦǊƻƳ άоллέΣ άсллέΣ άмнллέΣ άнпллέΣ άпуллέΣ άфсллέΣ άмфнллέΣ άоупллέΣ 

άртсллέ Σ άммрнллέ or άнолпллέΦ 

115200 

Data Bits {ŜƭŜŎǘ ŦǊƻƳ άтέ or άуέΦ 8 

Stop Bits {ŜƭŜŎǘ ŦǊƻƳ άмέ or άнέΦ 1 

Parity {ŜƭŜŎǘ ŦǊƻƳ άbƻƴŜέΣ άhŘŘέ or ά9ǾŜƴέΦ None 

Flow control {ŜƭŜŎǘ ŦǊƻƳ άbƻƴŜέΣ ά{ƻŦǘǿŀǊŜέ or άIŀǊŘǿŀǊŜέΦ None 

Data Packing 

Packing Timeout Set the packing timeout. The serial port will queue the data in the buffer and 

send the data to the Cellular WAN/Ethernet WAN when it reaches the Interval 

Timeout in the field.  

Note: Data will also be sent as specified by the packet length even when data is 

not reaching the interval timeout in the field. 

50 

Packing Length Set the packet length. The Packet length setting refers to the maximum amount 

of data that is allowed to accumulate in the serial port buffer before sending. 

When a packet length between 1 and 3000 bytes is specified, data in the buffer 

will be sent as soon it reaches the specified length.  

1200 

 

 

Server Settings 

Item Description Default 

Application Mode {ŜƭŜŎǘ ŦǊƻƳ ά¢ǊŀƴǎǇŀǊŜƴǘέΣ άaƻŘōǳǎ w¢¦ wƻǳǘŜǊέ ƻǊ άaƻŘōǳǎ 

!{/LL wƻǳǘŜǊέΦ 

· Transparent: Router will transmit the serial data 

transparently 

· Modbus RTU Router: Router will translate the Modbus RTU 

data to Modbus TCP data and sent out, and vice versa 

Transparent 
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Server Settings 

Item Description Default 

· Modbus ASCII Router: Router will translate the Modbus ASCII 

data to Modbus TCP data and sent out, and vice versa 

Protocol Select from ά¢/t /ƭƛŜƴǘέΣ ά¢/t {ŜǊǾŜǊέΣ ά¦5tέ ƻǊ άwƻōǳǎǘƭƛƴƪέΦ 

· TCP Client: Router works as TCP client, initiate TCP 

connection to TCP server. Server address supports both IP 

and domain name 

· TCP Server: Router works as TCP server, listening for 

connection request from TCP client 

· UDP: Router works as UDP client 

· Robustlink: Router will automatically upload the serial data 

to Robustlink platform under the Robustlink protocol. 

Robustlink is a management platform from Robustel. This 

function only available when Router is connects to 

Robustlink 

TCP Client 

Server Address Enter the address of server which will receive the data sent from 

ǊƻǳǘŜǊΩǎ ǎŜǊƛŀƭ ǇƻǊǘΦ Lt ŀŘŘǊŜǎǎ ƻǊ ŘƻƳŀƛƴ ƴŀƳŜ ǿƛƭƭ ōŜ ŀǾŀƛƭŀōƭŜΦ 

Null 

Server Port Enter the specified port of server which is used for receiving the 

serial data. 

Null 

Local IP @ Transparent Enter routerΩǎ LAN IP which will forward to the internet port of 

router. 

Null 

Local Port @ 

Transparent 

Enter the port of routerΩǎ LAN IP. Null 

Local IP @ Modbus Enter the local IP of under Modbus mode. Null 

Local Port @ Modbus Enter the local port of under Modbus mode. Null 

 

/ƭƛŎƪ ǘƘŜ ά{ǘŀǘǳǎέ ŎƻƭǳƳƴ ǘƻ ǾƛŜǿ ǘƘŜ ŎǳǊǊŜƴǘ ǎŜǊƛŀƭ ǇƻǊǘ ǘȅǇŜΦ 

 
 

4.3 Network  

4.3.1 Route 

This section allows you to set the static route. Static routes, based on the destination address, can add up to 20 static 

routes to the router.  

Click Network > Routing > Static Routing to enter the static routing table, which allows users to manually add, delete 

or modify static routing rules. 
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Click to add static route. The maximum count is 20. 

 
 

Static Route 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Description Enter a description for this route. Null 

Destination Enter the IP address of destination host or destination network. Null 

Netmask Enter the Netmask of destination host or destination network. Null 

Router Define the router of the destination. Null 

Interface Choose the corresponding port of the link that you want to configure. wwan 

 

This window allows you to view the status of route. 

 

 

4.3.2 Firewall 

This section is used to set firewall parameters, including setting access control and adding filtering rules. Filtering 

rules allow users to customize to accept or discard specified access sources and filter their IP addresses or MAC 

addresses. 

Click Network > Firewall > Filtering to display the following. 
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Click to add whitelist rules. The maximum count is 50. 
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Click to add filtering rules. The maximum count is 50. ¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŘŜŦŀǳƭǘƛƴƎ ά!ƭƭέ ƻǊ 

ŎƘƻƻǎƛƴƎ άL/atέ ŀǎ ǘƘŜ ǇǊƻǘƻŎƻƭΦ IŜǊŜ ǘŀƪŜ ά!ƭƭέ ŀǎ ŀƴ ŜȄŀƳǇƭŜΦ 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά¢/tέΣ ά¦5tέ ƻǊ ά¢/t-¦5tέ ŀǎ ǘƘŜ ǇǊƻǘƻŎƻƭΦ IŜǊŜ ǘŀƪŜ ά¢/tέ ŀǎ ŀƴ 

example.  

 

 

 

Filtering 

Item Description Default 

General Settings 

Enable Filtering Click the toggle button to enable/disable the filtering option. ON 

Default Filtering Policy {ŜƭŜŎǘ ŦǊƻƳ ά!ŎŎŜǇǘέ or ά5ǊƻǇέΦ /ŀƴƴƻǘ ōŜ ŎƘŀƴƎŜŘ ǿƘŜƴ ŦƛƭǘŜǊƛƴƎ 

rules table is not empty. 

· Accept: Router will accept all the connecting requests except the 

hosts which fit the drop filter list 

· Drop: Router will drop all the connecting requests except the 

hosts which fit the accept filter list 

Accept 

Access Control Settings 

Enable Remote SSH Access Click the toggle button to enable/disable this option. When enabled, 

the Internet user can access the router remotely via SSH. 

OFF 
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Filtering 

Item Description Default 

Enable Local SSH Access Click the toggle button to enable/disable this option. When enabled, 

the LAN user can access the router locally via SSH. 

ON 

Enable Remote Telnet Access Click the toggle button to enable/disable this option. When enabled, 

the Internet user can access the router remotely via Telnet. 

OFF 

Enable Local Telnet Access Click the toggle button to enable/disable this option. When enabled, 

the LAN user can access the router locally via Telnet. 

ON 

Enable Remote HTTP Access Click the toggle button to enable/disable this option. When enabled, 

the Internet user can access the router remotely via HTTP. 

OFF 

Enable Local HTTP Access Click the toggle button to enable/disable this option. When enabled, 

the LAN user can access the router locally via HTTP. 

ON 

Enable Remote HTTPS Access Click the toggle button to enable/disable this option. When enabled, 

the Internet user can access the router remotely via HTTPS. 

ON 

Enable Remote Ping Respond Click the toggle button to enable/disable this option. When enabled, 

the router will reply to the Ping requests from other hosts on the 

Internet. 

ON 

Enable DOS Defending Click the toggle button to enable/disable this option. When enabled, 

the router will defend the DOS. Dos attack is an attempt to make a 

machine or network resource unavailable to its intended users. 

ON 

Enable Console Click the toggle button to enable/disable this option. When enabled, 

the user can access the router via Console. 

ON 

Enable the vpn_nat traversal Click the toggle button to enable/disable this option. When enabled, 

the router automatically modifies the IP address of the VPN header 

received by WAN/WWAN to the IP address of the device under LAN 

port and sends it out. 

OFF 

Whitelist Rules 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Description Enter a description for this whitelist rule. Null 

Source Address Defines if access is allowed from one or a range of IP addresses which 

are defined by Source IP Address, or every IP addresses. 

Null  

Filtering Rules 

Index Indicate the ordinal of the list. -- 

Description Enter a description for this filtering rule. Null 

Source Address Defines if access is allowed from one or a range of IP addresses which 

are defined by Source IP Address, or every IP addresses. 

Null  

Source Port Specify an access originator and enter its source port. Null 

Source MAC Enter the MAC address of the defined source IP address. Null  

Target Address Defines if access is allowed to one or a range of IP addresses which are 

defined by Target IP Address, or every IP addresses. 

Null  

Target Port Enter the target port which the access originator wants to access. Null 

Protocol {ŜƭŜŎǘ ŦǊƻƳ ά!ƭƭέΣ ά¢/tέΣ ά¦5tέΣ άL/atέ or ά¢/t-¦5tέΦ    

NoteΥ Lǘ ƛǎ ǊŜŎƻƳƳŜƴŘŜŘ ǘƘŀǘ ȅƻǳ ŎƘƻƻǎŜ ά!ƭƭέ ƛŦ ȅƻǳ ŘƻƴΩǘ ƪƴƻǿ 

which protocol of your application to use. 

All 
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Filtering 

Item Description Default 

Action {ŜƭŜŎǘ ŦǊƻƳ ά!ŎŎŜǇǘέ ƻǊ ά5ǊƻǇέΦ 

· Accept: When Default Filtering Policy is drop, router will drop all 

the connecting requests except the hosts which fit this accept 

filtering list 

· Drop: When Default Filtering Policy is accept, router will accept all 

the connecting requests except the hosts which fit this drop 

filtering list 

Drop 

 

Port mapping is defined manually in routers, and all data received from certain ports of the public network is 

forwarded to a certain port of an IP in the intranet. Click Network > Firewall > Port Mapping to display as follows: 

 

 

Click to add port mapping rules. The maximum rule count is 50. 

 

 

Port Mapping Rules 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Description Enter a description for this port mapping. Null 

Remote IP Specify the host or network which can access to the local IP address. 

Empty means unlimited. e.g. 10.10.10.10/255.255.255.255 or 

192.168.1.0/24 

Null 

Internet Port Set the internet port of router which can be accessed by other hosts from 

internet. 

Null 

Local IP Enter routerΩǎ LAN IP which will forward to the internet port of router. Null 

Local Port Enter the port of routerΩǎ LAN IP. Null 

Protocol {ŜƭŜŎǘ ŦǊƻƳ ά¢/tέΣ ά¦5tέ ƻǊ ά¢/t-¦5tέ ŀǎ ȅƻǳǊ ŀǇǇƭƛŎŀǘƛƻƴ ǊŜǉǳƛǊŜŘΦ TCP-UDP 
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ά/ǳǎǘƻƳ wǳƭŜǎέ is user-defined rules. Click "Network > Firewall > Custom Rules" to display the following. 

 

Click to add custom rules. The maximum rule count is 50. 

 

 

Custom Iptables Rules 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Description Enter a description for this custom rule. Null 

Rule Specify one custom rule. Null 

 

DMZ (Demilitarized Zone), namely the isolation zone, also known as the demilitarized zone. It is a buffer between a 

non-security system and a security system in order to solve the problem that the access users of the external 

network cannot access the internal network server after installing the firewall. The DMZ host is an intranet host that 

has open access to all ports except those occupied and forwarded. 

 

Click "Network > Firewall > DMZ" to display as follows: 

 

 

 

DMZ Settings 

Item Description Default 

Enable DMZ Click the toggle button to enable/disable DMZ. DMZ host is a host on the 

internal network that has all ports exposed, except those ports otherwise 

forwarded. 

OFF 

Host IP Address Enter the IP address of the DMZ host on your internal network. Null 

Source IP Address Set the address which can talk to the DMZ host. 0.0.0.0 means for any 

addresses. 

Null 

 

This window allows you to view the status of chain input, chain forward and chain output. 
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4.3.3 IP Passthrough 

Click Network > IP Passthrough > IP Passthrough to enable or disable the IP Pass-through option. 

 

If router enables the IP Pass-through, the terminal device (such as PC) will enable the DHCP Client mode and connect 

to LAN port of the router; and after the router dial up successfully, the PC will automatically obtain the IP address and 

DNS server address which assigned by ISP. To use this feature, the primary link needs to be set to WWAN and the 

backup link needs to be set to None. 

 

 

4.4 VPN 

4.4.1 IPsec 

IPsec (Internet Protocol Security) is a protocol built on the Internet Protocol layer that enables two hosts to 

communicate in a secure manner. IPsec is the direction of secure networking and provides proactive protection 

against attacks on private networks and the Internet through end-to-end security. 

Click Virtual Private Network > IPsec > General to set IPsec parameters 
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General Settings @ General 

Item Description Default 

Keepalive Set the keepalive time, measured in seconds. The router will send packets 

to NAT server every keepalive time to avoid record remove from the NAT 

list.  

20 

Optimize DH Exponent 

Size 

Click the toggle button to enable/disable this option. When enabled, it 

reduces the time to generate the key 

OFF 

Debug Enable Click the toggle button to enable/disable this option. Enable for IPsec VPN 

information output to the debug port. 

OFF 

 

 

 

Click to add tunnel settings. The maximum count is 6. 

 
 

General Settings @ Tunnel 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Enable Click the toggle button to enable/disable this IPsec tunnel. ON 

Description Enter a description for this IPsec tunnel. Null 

Router Enter the address of remote side IPsec VPN server. 0.0.0.0 represents for any 

address. 

Null 
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Mode {ŜƭŜŎǘ ŦǊƻƳ ά¢ǳƴƴŜƭέ ŀƴŘ ά¢ǊŀƴǎǇƻǊǘέΦ  

· Tunnel: Commonly used between routers, or at an end-station to a router, 

the router acting as a proxy for the hosts behind it 

· Transport: Used between end-stations or between an end-station and a 

router, if the router is being treated as a host-for example, an encrypted 

Telnet session from a workstation to a router, in which the router is the 

actual destination 

Tunnel 

Protocol {ŜƭŜŎǘ ǘƘŜ ǎŜŎǳǊƛǘȅ ǇǊƻǘƻŎƻƭǎ ŦǊƻƳ ά9{tέ ŀƴŘ ά!IέΦ  

· ESP: Use the ESP protocol 

· AH: Use the AH protocol 

ESP 

Local Subnet Enter ǘƘŜ ƭƻŎŀƭ ǎǳōƴŜǘΩǎ ŀŘŘǊŜǎǎ ǿƛǘƘ Ƴŀǎƪ ǇǊƻǘŜŎǘŜŘ ōȅ LtǎŜŎΣ e.g. 

192.168.1.0/24 

Null 

Remote Subnet Enter ǘƘŜ ǊŜƳƻǘŜ ǎǳōƴŜǘΩǎ ŀŘŘǊŜǎǎ ǿƛǘƘ Ƴŀǎƪ ǇǊƻǘŜŎǘŜŘ ōȅ LtǎŜŎ, e.g. 10.8.0.0/24 Null 

Link binding Select the link to build IPsec. Unbound 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άt{Yέ ŀǎ ǘƘŜ ŀǳǘƘŜƴǘƛŎŀǘƛƻƴ ǘȅǇŜΦ 

 
 

The window is ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά/!έ ŀǎ ǘƘŜ ŀǳǘƘŜƴǘƛŎŀǘƛƻƴ ǘȅǇŜΦ 
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¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άt/Y{Імнέ ŀǎ ǘƘŜ ŀǳǘƘŜƴǘƛŎŀǘƛƻƴ ǘȅǇŜΦ 

 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άȄ!ǳǘƘ t{Yέ ŀǎ ǘƘŜ ŀǳǘƘŜƴǘƛŎŀǘƛƻƴ ǘȅǇŜΦ 
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¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άȄ!ǳǘƘ /!έ ŀǎ ǘƘŜ ŀǳǘƘŜƴǘƛŎŀǘƛƻƴ ǘȅǇŜΦ 

 
 

IKE Settings 

Item Description Default 

IKE Type {ŜƭŜŎǘ ŦǊƻƳ άLY9Ǿмέ ŀƴŘ άLY9ǾнέΦ IKEv1 

Negotiation Mode {ŜƭŜŎǘ ŦǊƻƳ άaŀƛƴέ ŀƴŘ ά!ƎƎǊŜǎǎƛǾŜέ ŦƻǊ ǘƘŜ LY9 negotiation mode in phase 1. 

If the IP address of one end of an IPsec tunnel is obtained dynamically, the IKE 

negotiation mode must be aggressive. In this case, SAs can be established as 

long as the username and password are correct. 

Main 

Authentication 

Algorithm 

{ŜƭŜŎǘ ŦǊƻƳ άa5рέ, ά{I!мέΣ ά{I!н нрсέ ƻǊ ά{I!н рмнέ to be used in IKE 

negotiation. 

MD5 

Encrypt Algorithm {ŜƭŜŎǘ ŦǊƻƳ άо59{έΣ ά!9{мнуέΣ ά!9{мфнέŀƴŘ ά!9{нрсέǘƻ ōŜ ǳǎŜŘ ƛƴ LY9 

negotiation.  

· 3DES: Use 168-bit 3DES encryption algorithm in CBC mode 

· AES128: Use 128-bit AES encryption algorithm in CBC mode  

· AES128: Use 192-bit AES encryption algorithm in CBC mode 

· AES256: Use 256-bit AES encryption algorithm in CBC mode 

3DES 

IKE DH Group {ŜƭŜŎǘ ŦǊƻƳ ά5IƎǊƻǳǇмέΣά5IƎǊƻǳǇнέΣ ά5IƎǊƻǳǇрέΣ ά5IƎǊƻǳǇмпέΣ 

ά5IƎǊƻǳǇмрέΣ ά5IƎǊƻǳǇмсέΣ ά5IƎǊƻǳǇмтέ ƻǊ ά5IƎǊƻǳǇмуέ to be used in key 

negotiation phase 1. 

DHgroup2 

Authentication Type {ŜƭŜŎǘ ŦǊƻƳ άt{YέΣ ά/!έΣ άȄ!ǳǘƘ t{Yέ ŀƴŘ άȄ!ǳǘƘ /!έ ǘƻ ōŜ ǳǎŜŘ ƛƴ LY9 

negotiation.  

· PSK: Pre-shared Key 

· CA: Certification Authority 

· xAuth: Extended Authentication to AAA server 

PSK 

PSK Secret Enter the pre-shared key. Null 

Local ID Type Select from ά5ŜŦŀǳƭǘέΣ άCv5bέ ŀƴŘ ά¦ǎŜǊ Cv5bέ ŦƻǊ LY9 ƴŜƎƻǘƛŀǘƛƻƴΦ  

· Default: Uses an IP address as the ID in IKE negotiation 

· FQDN: Uses an FQDN type as the ID in IKE negotiation. If this option is 

selected, type a name without any at sign (@) for the local security 

router, e.g., test.robustel.com 

Default 
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IKE Settings 

Item Description Default 

· User FQDN: Uses a user FQDN type as the ID in IKE negotiation. If this 

ƻǇǘƛƻƴ ƛǎ ǎŜƭŜŎǘŜŘΣ ǘȅǇŜ ŀ ƴŀƳŜ ǎǘǊƛƴƎ ǿƛǘƘ ŀ ǎƛƎƴ άϪέ ŦƻǊ ǘƘŜ ƭƻŎŀƭ 

security router, e.g., test@robustel.com 

Remote ID Type {ŜƭŜŎǘ ŦǊƻƳ άDefaultέΣ άCv5bέ ŀƴŘ ά¦ǎŜǊ Cv5bέ ŦƻǊ LY9 ƴŜƎƻǘƛŀǘƛƻƴΦ  

· Default: Uses an IP address as the ID in IKE negotiation 

· FQDN: Uses an FQDN type as the ID in IKE negotiation. If this option is 

selected, type a name without any at sign (@) for the local security 

router, e.g., test.robustel.com 

· User FQDN: Uses a user FQDN type as the ID in IKE negotiation. If this 

ƻǇǘƛƻƴ ƛǎ ǎŜƭŜŎǘŜŘΣ ǘȅǇŜ ŀ ƴŀƳŜ ǎǘǊƛƴƎ ǿƛǘƘ ŀ ǎƛƎƴ άϪέ ŦƻǊ ǘƘŜ ƭƻŎŀƭ 

security router, e.g., test@robustel.com 

Default 

IKE Lifetime Set the lifetime in IKE negotiation. Before an SA expires, IKE negotiates a new 

SA. As soon as the new SA is set up, it takes effect immediately and the old 

one will be cleared automatically when it expires. 

86400 

Private Key Password 9ƴǘŜǊ ǘƘŜ ǇǊƛǾŀǘŜ ƪŜȅ ǳƴŘŜǊ ǘƘŜ ά/!έ ŀƴŘ άȄ!ǳǘƘ /!έ ŀǳǘƘŜƴǘƛŎŀǘƛƻƴ ǘȅǇŜǎΦ Null 

Username Enter the username used for the άȄ!ǳǘƘ t{Yέ ŀƴŘ άȄ!ǳǘƘ /!έ authentication 

types. 

Null 

Password Enter the password used for the άȄ!ǳǘƘ t{Yέ ŀƴŘ άȄ!ǳǘƘ /!έ authentication 

types. 

Null 

 

If click VPN > IPsec > Tunnel > General Settings, and choose ESP as protocol. The specific parameter configuration is 

shown as below.  
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If choose AH as protocol, the window of SA Settings is displayed as below. 

 

 

SA Settings 

Item Description Default 

Encrypt Algorithm {ŜƭŜŎǘ ŦǊƻƳ άо59{έΣ ά!9{мнуέΣ ά!9{мфнέƻǊ ά!9{нрсέ ǿƘŜƴ ȅƻǳ ǎŜƭŜŎǘ ά9{tέ 

ƛƴ άtǊƻǘƻŎƻƭέ. Higher security means more complex implementation and 

lower speed. DES is enough to meet general requirements. Use 3DES when 

high confidentiality and security are required. 

3DES 

Authentication 

Algorithm 

{ŜƭŜŎǘ ŦǊƻƳ άa5рέ, ά{I!мέΣ ά{I!н нрсέ ƻǊ ά{I!н рмнέ to be used in SA 

negotiation. 

MD5 
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SA Settings 

Item Description Default 

PFS Group Select from άPFS (bκ!ύέΣ ά5IƎǊƻǳǇмέ, ά5IƎǊƻǳǇнέΣ ά5IƎǊƻǳǇрέΣ 

ά5IƎǊƻǳǇмпέΣ ά5IƎǊƻǳǇмрέΣ ά5IƎǊƻǳǇмсέΣ ά5IƎǊƻǳǇмтέ ƻǊ ά5IƎǊƻǳǇмуέ 

to be used in SA negotiation. 

DHgroup2 

SA Lifetime Set the IPsec SA lifetime. When negotiating to set up IPsec SAs, IKE uses the 

smaller one between the lifetime set locally and the lifetime proposed by 

the peer. 

28800 

DPD Interval Set the interval after which DPD is triggered if no IPsec protected packets is 

received from the peer. DPD is a Dead peer detection. DPD irregularly 

detects dead IKE peers. When the local end sends an IPsec packet, DPD 

checks the time the last IPsec packet was received from the peer. If the time 

exceeds the DPD interval, it sends a DPD hello to the peer. If the local end 

receives no DPD acknowledgment within the DPD packet retransmission 

interval, it retransmits the DPD hello. If the local end still receives no DPD 

acknowledgment after having made the maximum number of 

retransmission attempts, it considers the peer already dead, and clears the 

IKE SA and the IPsec SAs based on the IKE SA. 

30 

DPD Failures Set the timeout of DPD (Dead Peer Detection) packets. 150 

Advanced Settings 

Enable Compression Click the toggle button to enable/disable this option. Enable to compress 

the inner headers of IP packets. 

OFF 

Enable Forceencaps Click the toggle button to enable/disable this option. When enabled, UDP 

encapsulation of esp packets is forced even if NAT conditions are not 

detected. This helps overcome restrictive firewalls. 

OFF 

Expert Options Add more PPP configuration options here, format: config-desc;config-desc, 

e.g. protostack=netkey;plutodebug=none 

Null 

 

This section allows you to view the status of the IPsec tunnel. 

 

 

User can upload the X509 certificates for the IPsec tunnel in this section. 
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x509 

Item Description Default 

X509 Settings 

Tunnel Name Choose a valid tunnel ŦǊƻƳ άǘǳƴƴŜƭ мέΣ άǘǳƴƴŜƭ нέΣ άǘǳƴƴŜƭ оέΣ άǘǳƴƴŜƭ пέΣ 

άǘǳƴƴŜƭ рέ ŀƴŘ άǘǳƴƴŜƭ сέΦ 

Tunnel 1 

Local Certificate /ƭƛŎƪ ƻƴ ά/ƘƻƻǎŜ CƛƭŜέ ǘƻ locate the certificate file from local computer, and 

then import this file into your router. 

-- 

Remote Certificate /ƭƛŎƪ ƻƴ ά/ƘƻƻǎŜ CƛƭŜέ ǘƻ ƭƻŎŀǘŜ ǘƘŜ ŎŜǊǘƛŦƛŎŀǘŜ ŦƛƭŜ ŦǊƻƳ ǊŜƳƻǘŜ ŎƻƳǇǳǘŜǊΣ 

and then import this file into your router. 

-- 

Private Key Clicƪ ƻƴ ά/ƘƻƻǎŜ CƛƭŜέ ǘƻ ƭƻŎŀǘŜ ǘƘŜ ǇǊƛǾŀǘŜ ƪŜȅ ŦƛƭŜ from local computer, and 

then import this file into your router. 

-- 

CA certificate /ƭƛŎƪ ƻƴ ά/ƘƻƻǎŜ CƛƭŜέ ǘƻ ƭƻŎŀǘŜ ǘƘŜ ǇǊƛǾŀǘŜ ƪŜȅ ŦƛƭŜ ŦǊƻƳ ƭƻŎŀƭ ŎƻƳǇǳǘŜǊΣ ŀƴŘ 

then import CA certificate into your router. 

-- 

PKCS#12 Certificate /ƭƛŎƪ ƻƴ ά/ƘƻƻǎŜ CƛƭŜέ ǘƻ ƭƻŎŀǘŜ ǘƘŜ ǇǊƛǾŀǘŜ ƪŜȅ ŦƛƭŜ ŦǊƻƳ ƭƻŎŀƭ ŎƻƳǇǳǘŜǊΣ ŀƴŘ 

then import PKCS#12 certificate into your router. 

-- 

Certificate Files 

Index Indicate the ordinal of the list. -- 

Filename Show the imported ŎŜǊǘƛŦƛŎŀǘŜΩǎ ƴŀƳŜΦ Null 

File Size Show the size of the certificate file. Null 

Modification Time Show the timestamp of that the last time to modify the certificate file. Null 

 

 

4.4.2 OpenVPN 

This section allows you to set the OpenVPN and the related parameters. OpenVPN, an open source SSL-based VPN 

system. The OpenVPN feature can support both point-to-point and point-to-multipoint (client-side) VPN channels. 

Click "VPN > OpenVPN > OpenVPN" to display the following. 

 

 

/ƭƛŎƪ ǘƻ ŀŘŘ ǘǳƴƴŜƭ ǎŜǘǘƛƴƎǎΦ ¢ƘŜ ƳŀȄƛƳǳƳ Ŏƻǳƴǘ ƛǎ рΦ ¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ άtнtέ ŀǎ ǘƘŜ 

mode. 
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¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά!ǳǘƻέ ŀǎ ǘƘŜ ƳƻŘŜΦ 
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The window is displayed as below ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά/ƭƛŜƴǘέ ŀǎ ǘƘŜ ƳƻŘŜ. 
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¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŎƘƻƻǎƛƴƎ ά{ŜǊǾŜǊέ ŀǎ ǘƘŜ ƳƻŘŜΦ 
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The window displays as follows when "None" is selected as the authentication type. 
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The window displays as follows when "Preshared" is selected as the authentication type. 
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The window displays as follows when "Password" is selected as the authentication type. 
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The window displays as follows when "X509CA" is selected as the authentication type. 
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The window displays as follows when "X509CA Pssword" is selected as the authentication type. 

 

 

General Settings @ OpenVPN 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Enable Click the toggle button to enable/disable this OpenVPN tunnel. ON 

Description  Enter a description for this OpenVPN tunnel. Null 

Mode {ŜƭŜŎǘ ŦǊƻƳ άtнtέ ƻǊ ά/ƭƛŜƴǘέΦ Client 

Protocol {ŜƭŜŎǘ ŦǊƻƳ ά¦5tέΣ ά¢/t-/ƭƛŜƴǘέ ƻǊ ά¢/t-{ŜǊǾŜǊέΦ UDP 

Server Address Enter the end-to-end IP address or the domain of the remote OpenVPN 

server.  

Null 

Server Port Enter the end-to-end listener port or the listener port of the OpenVPN 

server. 

1194 

Listen IP Address Enter the IP address or domain name of this end. Null 



Robustel R5020 User Guide                                                                  

 

 
RT_UG_R5020_v.1.0.0                                 Dec. 29, 2020                                  106/161 

General Settings @ OpenVPN 

Item Description Default 

Listen Port Enter the listening port of this end. 1194 

Interface Type {ŜƭŜŎǘ ŦǊƻƳ ά¢¦bέΣ ά¢!tέ ǿƘƛŎƘ ŀǊŜ ǘǿƻ ŘƛŦŦŜǊŜƴǘ ƪƛƴŘǎ ƻŦ ŘŜǾƛŎŜ 

interface for OpenVPN. The difference between TUN and TAP device is 

that a TUN device is a point-to-point virtual device on network while a 

TAP device is a virtual device on Ethernet. 

TUN 

Username 9ƴǘŜǊ ǘƘŜ ǳǎŜǊƴŀƳŜ ǳǎŜŘ ŦƻǊ άtŀǎǎǿƻǊŘέ ƻǊ ά·рлф/! tŀǎǎǿƻǊŘέ 

authentication type. 

Null 

Password Enter the password used for άtŀǎǎǿƻǊŘέ ƻǊ ά·рлф/! tŀǎǎǿƻǊŘέ 

authentication type. 

Null 

Authentication Type {ŜƭŜŎǘ ŦǊƻƳ άbƻƴŜέΣ άtǊŜǎƘŀǊŜŘέΣ άtŀǎǎǿƻǊŘέΣ ά·рлф/!έ ŀƴŘ ά·рлф/! 

tŀǎǎǿƻǊŘέΦ  

bƻǘŜΥ άbƻƴŜέ ŀƴŘ άtǊŜǎƘŀǊŜŘέ ŀǳǘƘŜƴǘƛŎŀǘƛƻƴ ǘȅǇŜ ŀǊŜ ƻƴƭȅ ǿƻǊƪƛƴƎ 

with P2P mode. 

None 

 

Enable IP Pool Click the toggle button to enable/disable this option. When enabled, the 

client will get the virtual IP from the address pool. 

OFF 

Local IP Enter the local virtual IP. 10.8.0.1 

Remote IP Enter the remote virtual IP. 10.8.0.2 

Client Subnet The client virtual IP network address. 10.8.0.0 

Client Subnet 

Netmask 

The client virtual IP network address mask. 255.255.255.0 

Encrypt Algorithm {ŜƭŜŎǘ ŦǊƻƳ ά.CέΣ ά59{έΣ ά59{-959оέΣ ά!9{мнуέΣ ά!9{мфнέ ŀƴŘ 

ά!9{нрсέΦ  

· BF: Use 128-bit BF encryption algorithm in CBC mode  

· DES: Use 64-bit DES encryption algorithm in CBC mode  

· DES-EDE3: Use 192-bit 3DES encryption algorithm in CBC mode 

· AES128: Use 128-bit AES encryption algorithm in CBC mode 

· AES192: Use 192-bit AES encryption algorithm in CBC mode 

· AES256: Use 256-bit AES encryption algorithm in CBC mode 

BF 

Authentication 

Algorithm 

Choose from "MD5", "SHA1", "SHA256" and "SHA512". SHA1 

Max Clients Set the maximum number of client connections in server mode. 10 

Renegotiation 

Interval 

Set the renegotiation interval. If connection failed, OpenVPN will 

renegotiate when the renegotiation interval reached. 

86400 

Keepalive Interval Set keepalive (ping) interval to check if the tunnel is active. 20 

Keepalive Timeout Set the keepalive timeout. Trigger OpenVPN restart after n seconds pass 

without reception of a ping or other packet from remote.  

120 

TUN MTU Set the MTU of tunnel. 1500 

Max Frame Size Set the slice size of the data to be transferred in the tunnel. Null 

Private Key Password Enter ǘƘŜ ǇǊƛǾŀǘŜ ƪŜȅ ǇŀǎǎǿƻǊŘ ǳƴŘŜǊ ǘƘŜ ά·рлф/!έ ŀƴŘ ά·рлф/! 

tŀǎǎǿƻǊŘέ ŀǳǘƘŜƴǘƛŎŀǘƛƻƴ ǘȅǇŜΦ 

Null 

Enable Compression Click the toggle button to enable/disable this option. Enable to 

compress the data stream of the header. 

ON 
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General Settings @ OpenVPN 

Item Description Default 

Enable DNS overrid Click the toggle button to enable/disable this option. When enabled, the 

DNS pushed by the server will be received as the local DNS server. 

OFF 

Enable Default 

Gateway 

Click the toggle button to enable/disable this option. When enabled, the 

gateway pushed by the server will be received as the local gateway. 

ON 

Enable Client Status Click the toggle button to enable/disable this option. Used to display 

information about the status of connected clients when the server is 

enabled. 

OFF 

Enable NAT Click the toggle button to enable/disable the NAT option. When 

enabled, the source IP address of host behind router will be disguised 

before accessing the remote OpenVPN client. 

OFF 

Verbose Level Select the level of the output log and values from 0 to 11. 

· 0: No output except fatal errors 

· 1~4: Normal usage range 

· 5: Output R and W characters to the console for each packet read 

and write 

· 6~11: Debug info range 

0 

 

 

Advanced Settings @ OpenVPN 

Item Description Default 

Enable HMAC Firewall Click the toggle button to enable/disable this option. Add an additional 

layer of HMAC authentication on top of the TLS control channel to protect 

against DoS attacks. 

OFF 

Enable PKCS#12 Click the toggle button to enable/disable the PKCS#12 certificate. It is an 

exchange of digital certificate encryption standard, used to describe 

personal identity information. 

OFF 

Enable nsCertType Click the toggle button to enable/disable nsCertType. Require that peer 

certificate was signed with an explicit nsCertType designation of "server". 

OFF 

Expert Options Enter some other options of OpenVPN in this field. Each expression can be 

ǎŜǇŀǊŀǘŜŘ ōȅ ŀ ΨΤΩΦ 

Null 

Click Password Manage to add user names and passwords, up to 20. The following is displayed. 

 

 

javascript:void(0);
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 Password Manage 

Item Description Default 

General Settings 

Index Indicate the ordinal of the list. -- 

Username In server mode, configure the username of the client. Null 

Password 
In server mode, configure the password corresponding to the user 

name of the client. 
Null 

 

Click Password Manage to add user names and passwords, up to 20. The following is displayed. 

 

 

OpenVPN 

Item Description Default 

General Settings 

Index Indicate the ordinal of the list. -- 

Enable Click the toggle button to enable/disable this option. ON 

Common Name Specify the client's common name. Null 

Client IP address {ǇŜŎƛŦƛŜǎ ǘƘŜ ŎƭƛŜƴǘΩǎ ǾƛǊǘǳŀƭ Lt ŀŘŘǊŜǎǎΦ Null 

 

This section allows you to view the status of the OpenVPN tunnel. 
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User can upload the X509 certificates for the OpenVPN in this section. 

 

 

x509 

Item Description Default 

X509 Settings 

Tunnel Name Choose a valid tunnel. Tunnel 1 

Mode Set for the selected tunnel. Client 

Root CA /ƭƛŎƪ ƻƴ ά/ƘƻƻǎŜ CƛƭŜέ ǘƻ ƭƻŎŀǘŜ ǘƘŜ Ǌƻƻǘ Ŏŀ file, and then import this file into 

your router. 

Null 

Certificate File /ƭƛŎƪ ƻƴ ά/ƘƻƻǎŜ CƛƭŜέ ǘƻ ƭƻŎŀǘŜ ǘƘŜ ŎŜǊǘƛŦƛŎŀǘŜ ŦƛƭŜΣ ŀƴŘ ǘƘŜƴ ƛƳǇƻǊǘ ǘƘƛǎ ŦƛƭŜ 

into your router. 

 

Private Key /ƭƛŎƪ ƻƴ ά/ƘƻƻǎŜ CƛƭŜέ ǘƻ ƭƻŎŀǘŜ ǘƘŜ ǇǊƛǾŀǘŜ ƪŜȅ ŦƛƭŜΣ ŀƴŘ ǘƘŜƴ ƛƳǇƻǊt this file 

into your router. 

 

TLS-Auth Key /ƭƛŎƪ ƻƴ ά/ƘƻƻǎŜ CƛƭŜέ ǘƻ ƭƻŎŀǘŜ ǘƘŜ ǘƭǎ-auth key file, and then import this file 

into your router. 

 

PKCS#12 Certificate /ƭƛŎƪ ƻƴ ά/ƘƻƻǎŜ CƛƭŜέ ǘƻ ƭƻŎŀǘŜ ǘƘŜ ǇƪŎǎІмн ŎŜǊǘƛŦƛŎŀǘŜ file, and then import 

this file into your router. 

 

Certificate Files 

Index Indicate the ordinal of the list. -- 

File Name {Ƙƻǿ ǘƘŜ ƛƳǇƻǊǘŜŘ ŎŜǊǘƛŦƛŎŀǘŜΩǎ ƴŀƳŜΦ Null 

File Size Show the size of the certificate file. Null 

Modification Time Show the timestamp of that the last time to modify the certificate file. Null 

 

4.4.3 GRE 

This section allows you to set the GRE and the related parameters. GRE (Generic Routing Encapsulation) specifies 

how one network protocol can be used to encapsulate another. There are two main uses of the GRE protocol: 

intra-enterprise protocol encapsulation and private address encapsulation. 
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Click to add tunnel settings. The maximum count is 5. 

 

 

Tunnel Settings @ GRE 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Enable Click the toggle button to enable/disable this GRE tunnel.  ON 

Description  Enter a description for this GRE tunnel. Null 

Remote IP Address Set the remote real IP address of the GRE tunnel.  Null 

Local Virtual IP Address Set the local virtual IP address of the GRE tunnel. Null 

Local Virtual Netmask Set the local virtual Netmask of the GRE tunnel. Null 

Remote Virtual IP Address Set the remote virtual IP Address of the GRE tunnel. Null 

Enable Default Route Click the toggle button to enable/disable this option. When enabled, all 

the traffics of the router will go through the GRE VPN. 

OFF 

Enable NAT Click the toggle button to enable/disable this option. This option must be 

enabled when router under NAT environment. 

Disable 

Secrets Set the key of the GRE tunnel. Null 

 

This section allows you to view the status of GRE tunnel. 
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4.5 Services  

4.5.1 Syslog 

This section allows you to set the syslog parameters. And its "Log to Remote" is disabled by default. The system log 

can be saved locally, and sending the system log to the remote log server is supported, as well as the debugging of 

specified applications.  

 

 

¢ƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿ ǿƘŜƴ ŜƴŀōƭƛƴƎ ǘƘŜ ά[ƻƎ ǘƻ wŜƳƻǘŜέ ƻǇǘƛƻƴΦ 

 

 

Syslog Settings 

Item Description Default 

Enable Click the toggle button to enable/disable the Syslog settings option. OFF 

Syslog Level Select froƳ ά5ebugέΣ άLnfoέΣ άboticeέΣ ά²arningέ or ά9rrorέ, which from low to 

high. The lower level will output more syslog in detail. 

Debug 

Save Position Select the save Ǉƻǎƛǘƛƻƴ ŦǊƻƳ άRAMέΣ άb±aέ ƻǊ άConsoleέΦ /ƘƻƻǎŜ άw!aέΣ ǘƘŜ 

data will be cleared after reboot.  

Note: It's not recommended that saving syslog to NVM (Non-Volatile Memory) 

for a long time. 

RAM 

Log to Remote  Click the toggle button to enable/disable this option. Enable to allow router 

sending syslog to the remote syslog server. You need to enter the IP and Port of 

the syslog server. 

OFF 

Add Identifier Click the toggle button to enable/disable this option. When enabled, you can add 

serial number to syslog message which used for loading Syslog to RobustLink. 

OFF 
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Remote IP Address 9ƴǘŜǊ ǘƘŜ Lt ŀŘŘǊŜǎǎ ƻŦ ǎȅǎƭƻƎ ǎŜǊǾŜǊ ǿƘŜƴ ŜƴŀōƭƛƴƎ ǘƘŜ ά[ƻƎ ǘƻ wŜƳƻǘŜέ ƻǇǘƛƻƴΦ Null 

Remote Port 9ƴǘŜǊ ǘƘŜ ǇƻǊǘ ƻŦ ǎȅǎƭƻƎ ǎŜǊǾŜǊ ǿƘŜƴ ŜƴŀōƭƛƴƎ ǘƘŜ ά[ƻƎ ǘƻ wŜƳƻǘŜέ ƻǇǘƛƻƴΦ 514 

4.5.2 Event 

This section allows you to set the router events. It can be configured to send event alerts via SMS or report router 

event occurrences via SNMP-TRAP and RCMS.

 

 

General Settings @ Event 

Item Description Default 

Signal Quality Threshold Set the threshold for signal quality. Router will generate a log event when 

the actual threshold is less than the specified threshold. 0 means disable 

this option.  

0 

 

 

Click button to add event parameters. 
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General Settings @ Notification 

Item Description Default 

Index  Indicate the ordinal of the list. -- 
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Description  Enter a description for this group. Null  

Sent SMS Click the toggle button to enable/disable this option. When enabled, the router will 

send notification to the specified phone numbers via SMS if event occurs. The 

specified phone number is set in "4.5.4 SMS". 

OFF 

Phone Number Enter the phone numbers used for receiving event notification. Use a semicolon (;) 

to separate each number. 

Null 

Send Email Click the toggle button to enable/disable this option. When enabled, the router will 

send notification to the specified email box via Email if event occurs. Set the related 

ŜƳŀƛƭ ŀŘŘǊŜǎǎ ƛƴ ά4.5.5 {ŜǊǾƛŎŜǎ Ҕ 9ƳŀƛƭέΦ 

OFF 

Email Addresses Enter the email addresses used for receiving event notification. Use a space to 

separate each address. 

Null 

DO Control Click the toggle button to enable/disable this option. When enabled, the DO output 

is triggered. 

OFF 

Save to NVM Click the toggle button to enable/disable this option. Enable to save event to 

nonvolatile memory. 

OFF 

 

In the "Query" column, you can query the occurrence records of various events. Select the storage location, enter 

keywords in the filter item to filter events, and use the separator "&" to separate two or more keywords. Click

to query filtered events while click to clear the event records in the window. 

 
 

Event Details 

Item Description Default 

Save Position Select the ŜǾŜƴǘǎΩ ǎŀǾŜ Ǉƻǎƛǘƛƻƴ from άw!aέ ƻǊ άb±aέΦ RAM 
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· RAM: Random-access memory  

· NVM: Non-Volatile Memory 

Filter Message Event will be filtered according to the Filter Message that the user set. Click the 

ά έ ōǳǘǘƻƴΣ ǘƘŜ ŦƛƭǘŜǊŜŘ ŜǾŜƴǘ ǿƛƭƭ ōŜ ŘƛǎǇƭŀȅŜŘ ƛƴ ǘƘŜ Ŧƻƭƭƻǿ ōƻȄΦ ¦ǎŜ άϧέ ǘƻ 

separate more than one filter message, such as message1&message2. 

Null 

 

 

4.5.3 NTP 

This section allows you to set the related NTP (Network Time Protocol) parameters.  

 

 

NTP 

Item Description Default 

Timezone Settings 

Time Zone Click the drop down list to select the time zone you are in. UTC +08:00 

Expert Setting Specify the time zone with Daylight Saving Time in TZ environment 

variable format. The Time Zone option will be ignored in this case. Not 

ǎǳǇǇƻǊǘ ǎŜǘǘƛƴƎ ǎǇŜŎƛŀƭ ŎƘŀǊŀŎǘŜǊǎΣ ǎǳŎƘ ŀǎέ Ϥ έΦ 

Null 

NTP Client Settings 

Enable  Click the toggle button to enable/disable this option. Enable to 

synchronize time with the NTP server. 

ON 

Primary NTP Server 9ƴǘŜǊ ǇǊƛƳŀǊȅ b¢t {ŜǊǾŜǊΩǎ Lt address or domain name. pool.ntp.org 

Secondary NTP Server 9ƴǘŜǊ ǎŜŎƻƴŘŀǊȅ b¢t {ŜǊǾŜǊΩǎ Lt ŀŘŘǊŜǎǎ ƻǊ ŘƻƳŀƛƴ ƴŀƳŜΦ Null 

NTP Update interval  Enter the interval (minutes) which NTP client synchronize the time from 

NTP server. Minutes wait for next update, and 0 means update only 

once. 

0 

NTP Server Settings 

Enable Click the toggle button to enable the NTP server option. OFF 



Robustel R5020 User Guide                                                                  

 

 
RT_UG_R5020_v.1.0.0                                 Dec. 29, 2020                                  116/161 

This window allows you to view the current time of router and also synchronize the router time. Click button 

to synchronize the ǊƻǳǘŜǊ ǘƛƳŜ ǿƛǘƘ t/ΩǎΦ 

 

 

4.5.4 SMS 

This section allows you to set SMS parameters. Router supports SMS management, and user can control and 

configure their routers by sending SMS. For more details about SMS control, refer to 5.1.2 SMS Remote Control. 

 
 

SMS Management Settings 

Item Description Default 

Enable  Click the toggle button to enable/disable the SMS Management option. 

Note: If this option is disabled, the SMS configuration is invalid. 

ON 

Authentication Type {ŜƭŜŎǘ !ǳǘƘŜƴǘƛŎŀǘƛƻƴ ¢ȅǇŜ ŦǊƻƳ άtŀǎǎǿƻǊŘέΣ άtƘƻƴŜƴǳƳέ ƻǊ ά.ƻǘƘέΦ  

· Password: Use the same username and password as WEB manager for 

ŀǳǘƘŜƴǘƛŎŀǘƛƻƴΦ CƻǊ ŜȄŀƳǇƭŜΣ ǘƘŜ ŦƻǊƳŀǘ ƻŦ ǘƘŜ {a{ ǎƘƻǳƭŘ ōŜ άǳǎŜǊƴŀƳŜΥ 

ǇŀǎǎǿƻǊŘΤ ŎƳŘмΤ ŎƳŘнΤ Χέ  

Note: Set the WEB manager password in System > User Management 

section. 

· Phonenum: Use the Phone number for authenticating, and user should set 

the Phone Number that is allowed for SMS management. The format of 

the SMS should be άŎƳŘмΤ ŎƳŘнΤ Χέ 

· Both: Use both the άPasswordέ and άtƘƻƴŜƴǳƳέ ŦƻǊ authentication. User 

should set the Phone Number that is allowed for SMS management. The 

format of the SMS should be άǳǎŜǊƴŀƳŜΥ ǇŀǎǎǿƻǊŘΤ ŎƳŘмΤ ŎƳŘнΤ Χέ 

Password 

Phone Number {Ŝǘ ǘƘŜ ǇƘƻƴŜ ƴǳƳōŜǊ ǳǎŜŘ ŦƻǊ {a{ ƳŀƴŀƎŜƳŜƴǘΣ ŀƴŘ ǳǎŜ ΨΤ Ψǘƻ ǎŜǇŀǊŀǘŜ ŜŀŎƘ 

number. 

Note: It can be null when ŎƘƻƻǎŜ άtŀǎǎǿƻǊŘέ ŀǎ ǘƘŜ ŀǳǘƘŜƴǘƛŎŀǘƛƻƴ ǘȅǇŜΦ 

Null 
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User can test the current SMS service whether it is available in this section. 

 

 

SMS Testing 

Item Description Default 

Phone Number Enter the specified phone number which can receive the SMS from router. Null 

Message Enter the message that router will send it to the specified phone number. Null 

Result The result of the SMS test will be displayed in the result box. For example, if the 

SMS is sent successfully, this result box will show "OK". 

 

 Click the button to send the test message. -- 

 

 

4.5.5 Email 

Email function supports to send the event notifications to the specified recipient by ways of email. 
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Email Settings 

Item Description Default 

Enable Click the toggle button to enable/disable the Email option. OFF 

Enable TLS/SSL Click the toggle button to enable/disable the TLS/SSL option. OFF 

Enable STARTTLS Click the toggle button to enable/disable the STARTTLS option. OFF 

Outgoing server  Enter the SMTP server IP Address or domain name. Null  

Server port Enter the SMTP server port. 25 

Timeout {Ŝǘ ǘƘŜ ƳŀȄ ǘƛƳŜ ŦƻǊ ǎŜƴŘƛƴƎ ŜƳŀƛƭ ǘƻ {a¢t ǎŜǊǾŜǊΦ ²ƘŜƴ ǘƘŜ ǎŜǊǾŜǊ ŘƻŜǎƴΩǘ 

receive the email over this time, it will try to resend. 

10 

Auth Login Use username and password to authenticate. OFF 

Username  Enter the username which has been registered from SMTP server. Null  

Password  Enter the password of the username above. Null  

From  Enter the source address of the email. Null  

Subject  Enter the subject of this email. Null  

 

 

4.5.6 DDNS 

DDNS, full name Dynamic Domain Name Server, allows a dynamic IP address to be mapped to a fixed domain name 

resolution service, each time a user connects to the network the client program will transmit the dynamic IP address 

of the host to the server program located on the service provider's host through messaging. The server program is 

responsible for providing DNS services and implementing dynamic domain name resolution, i.e. DDNS service allows 

you to assign a fixed domain name to the host's dynamic WAN IP, and other users can access your host directly 

through this fixed domain name, instead of through the dynamic WAN IP address. The router's dynamic WAN IP 

address is assigned directly by the ISP. 

/ƭƛŎƪ ά{ŜǊǾƛŎŜǎ Ҕ 55b{έ to set the parameters for DDNS, the default service provider is "DynDNS". 

 

 

²ƘŜƴ ά/ǳǎǘƻƳέ ǎŜǊǾƛŎŜ ǇǊƻǾƛŘŜǊ ŎƘƻǎŜƴΣ ǘƘŜ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ōŜƭƻǿΦ 
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DDNS Settings 

Item Description Default 

Enable  Click the toggle button to enable/disable the DDNS option. OFF 

Service Provider {ŜƭŜŎǘ ǘƘŜ 55b{ ǎŜǊǾƛŎŜ ŦǊƻƳ ά5ȅƴ5b{έΣ άbh-Ltέ, άооннέ ƻǊ 

ά/ǳǎǘƻƳέΦ 

Note: the DDNS service only can be used after registered by 

Corresponding service provider. 

DynDNS 

Hostname Enter the hostname provided by the DDNS server. Null 

Username Enter the username provided by the DDNS server. Null 

Password Enter the password provided by the DDNS server. Null 

URL Enter the URL customized by user. Null 

 

 

 

DDNS Status 

Item Description 

Status Display the current status of the DDNS. 

Last Update Time Display the date and time for the DDNS was last updated successfully. 

 

 

4.5.7 SSH 

Router supports SSH password access and secret-key access. 

 

 

SSH Settings 

Item Description Default 

Enable Click the toggle button to enable/disable this option. When enabled, you can 

access the router via SSH. 

ON 

Port Set the port of the SSH access. 22 

Disable Password Logins Click the toggle button to enable/disable this option. When enabled, you OFF 
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cannot use username and password to access the router via SSH. In this 

case, only the key can be used for login. 

 

 
 

Import Authorized Keys 

Item Description 

Authorized Keys This is valid when disabling password login is enabled. Importing a correct public key 

from your computer to the router will allow users to SSH directly to the router 

without a password. 

 

4.5.8 Ignition 

This section is used to configure the parameters of Ignition. Ignition is an application for the in-car ignition sensing. 

Ignition and POE function can only choose one or the other. 

 

 
 

 

General Settings 

Item Description Default 

Waiting time 
Enter the time in seconds you want to delay power down. The timeout for 

delayed power down is 60 seconds to 3600 seconds. 
60 

 

4.5.9 GPS 

This section is used to configure the parameters of GPS. The GPS function can locate and obtain the location 

information and report it to the designated server. The R5020 does not have a separate GPS module and the location 

data comes from the cellular module. 
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GPS 

Item Description Default 

General Settings 

Enable Click the toggle button to ON to enable GPS. OFF 

Synchronized GPS 

Time 
Click the toggle button to ON to synchronize GPS time. OFF 

RS232 Report Data Settings 

Reporting data 

through RS232 
Reporting GPS Information by RS232. OFF 

Reporting GGA 

Information 
Reporting GGA Information. OFF 

Reporting VTG 

Information 
Reporting VTG Information. OFF 

Reporting RMC 

Information 
Reporting RMC Information. OFF 

Reporting GSV 

Information 
Reporting GSV Information. OFF 
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Click the Add button in the GPS server window, and the protocol defaults to "TCP Client" as follows: 

 

 

When selecting "TCP Server" as the protocol, the window appears as follows: 
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When selecting "UDP" as the protocol, the window appears as follows: 

 

 

GPS Data Forwarding Settings 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Enable 
Click the toggle button to "ON" to enable the GPS data forwarding 

settings. 
ON 

Protocol 

Select "TCP client", "TCP server" or "UDP" as the protocol.  

· TCP Client: When the router acts as a TCP client, it starts up 

with the TCP server (GPS server). The address of the server 

supports both IP and domain name. 

· TCP server: The router acts as a TCP server (GPS server) and 

listens for connection requests from TCP clients. 

· UDP̔ Router as a UDP client. 

TCP Client 

Server address 

@TCP client 
Set the address of the TCP server. Null 

Server port 

@TCP client 
Set the port of the remote TCP server Null 

Local address Set the local address of the router as a TCP server. Null 

Local port Set the local port of the router as a TCP server. Null 

Server address 

@UDP 
Set the address of the TCP server Null 

Server port @UDP Set the port of the remote TCP server. Null 

Send GGA 

information 
Send GGA information in NMEA format OFF 

Send VTG 

information 
Send VTG information in NMEA format OFF 

Send RMC 

information 
Send RMC information in NMEA format OFF 
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GPS Data Forwarding Settings 

Item Description Default 

Send GSV 

information 
Send GSV information in NMEA format OFF 

 

 

 

Advanced Settings 

Item Description Default 

Add SN as GPSID 
Click the toggle button to enable/disable this option. When enabled, the 

SN is appended to the NMEA message as a GPSID before transmission. 
OFF 

Self-define GPSID 

Prefix 
Customize the GPSID prefix with a 4-capital letter prefix. Null 

 

Click the Status bar to view the current GPS status; 

 

 

GPS Status 

Item Description 

Status Shows the current GPS status of the router. 

UTC 
Shows the UTC of satellite. 

Note: UTC is the world's unified time, not local time. 

Final positioning 

time 
The time of the last successful positioning. 

Number of 

satellites used 
Number of satellites used 
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GPS Status 

Item Description 

Number of visible 

satellites 
Number of visible satellites 

Latitude Shows the Latitude information of the router. 

Longitude Shows the longitude information of the router. 

Height Shows the height information of the router. 

Speed Shows the speed information of the router. 

 

Click the Map bar to view the current geolocation. 

 

 

4.5.10 Web Server 

This section allows you to modify the parameters of Web Server. 
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General Settings @ Web Server 

Item Description Default 

HTTP Port 9ƴǘŜǊ ǘƘŜ I¢¢t ǇƻǊǘ ƴǳƳōŜǊ ȅƻǳ ǿŀƴǘ ǘƻ ŎƘŀƴƎŜ ƛƴ ǊƻǳǘŜǊΩǎ ²Ŝō {ŜǊǾŜǊΦ hƴ ŀ 

Web server, port 80 is the port that the server "listens to" or expects to receive 

from a Web client. If you configure the router with other HTTP Port number 

except 80, only adding ǘƘŀǘ ǇƻǊǘ ƴǳƳōŜǊ ǘƘŜƴ ȅƻǳ Ŏŀƴ ƭƻƎƛƴ ǊƻǳǘŜǊΩǎ ²Ŝō 

Server. 

80 

HTTPS Port 9ƴǘŜǊ ǘƘŜ I¢¢t{ ǇƻǊǘ ƴǳƳōŜǊ ȅƻǳ ǿŀƴǘ ǘƻ ŎƘŀƴƎŜ ƛƴ ǊƻǳǘŜǊΩǎ ²Ŝō {ŜǊǾŜǊΦ hƴ ŀ 

Web server, port 443 is the port that the server "listens to" or expects to 

receive from a Web client. If you configure the router with other HTTPS Port 

ƴǳƳōŜǊ ŜȄŎŜǇǘ ппоΣ ƻƴƭȅ ŀŘŘƛƴƎ ǘƘŀǘ ǇƻǊǘ ƴǳƳōŜǊ ǘƘŜƴ ȅƻǳ Ŏŀƴ ƭƻƎƛƴ ǊƻǳǘŜǊΩǎ 

Web Server. 

Note: HTTPS is more secure than HTTP. In many cases, clients may be 

exchanging confidential information with a server, which needs to be secured in 

order to prevent unauthorized access. For this reason, HTTP was developed by 

Netscape corporation to allow authorization and secured transactions. 

443 

 

This section allows you to import the certificate file into the router. 

 

 

Import Certificate 

Item Description Default 

Import Type  {ŜƭŜŎǘ ŦǊƻƳ ά/!έ ŀƴŘ άtǊƛǾŀǘŜ YŜȅέΦ 

· CA: a digital certificate issued by CA center 

· Private Key: a private key file 

CA 

HTTPS Certificate /ƭƛŎƪ ƻƴ ά/ƘƻƻǎŜ CƛƭŜέ ǘƻ ƭƻŎŀǘŜ ǘƘŜ ŎŜǊǘƛŦƛŎŀǘŜ ŦƛƭŜ ŦǊƻƳ your computer, and then 

ŎƭƛŎƪ άLƳǇƻǊǘέ ǘƻ ƛƳǇƻǊǘ ǘƘƛǎ ŦƛƭŜ ƛƴǘƻ ȅƻǳǊ ǊƻǳǘŜǊΦ 

-- 

 

 

4.5.11  Advanced 

Router advanced settings including system settings and reboot. 
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System Settings 

Item Description Default 

Device Name Set the device name to distinguish different devices you have installed; valid 

characters are a-z, A-Z, 0-9, @, ., -, #, $, and * . 

router 

User LED Type {ǇŜŎƛŦȅ ǘƘŜ ŘƛǎǇƭŀȅ ǘȅǇŜ ƻŦ ȅƻǳǊ ¦{w [95Φ {ŜƭŜŎǘ ŦǊƻƳ άbƻƴŜέΣ άhǇŜƴ±tbέ ƻǊ 

άLtǎŜŎέΦ 

· None: Meaningless indication, and the LED is off 

· SIM:show the sim status. 

· OpenVPN: USR indicator showing the OpenVPN status 

· IPsec: USR indicator showing the IPsec status  

NoteΥ CƻǊ ƳƻǊŜ ŘŜǘŀƛƭǎ ŀōƻǳǘ ¦{w ƛƴŘƛŎŀǘƻǊΣ ǎŜŜ άнΦн [95 LƴŘƛŎŀǘƻǊǎέΦ 

None 

 

 
 

Reboot 

Item Description Default 

Periodic Reboot Set the reboot period of the router. 0 means disable. 0 

Daily Reboot Time Set the daily reboot time of the router, you should follow the format as HH: 

MM, in 24h time frame, otherwise the data will be invalid. Leave it empty means 

disable. 

Null 

 

 

4.6 System 

4.6.1 Debug 

This section is used to view and generate the system operation logs and diagnostic data. Click Service > System Log > 

System Log Settings to open the system log. 



Robustel R5020 User Guide                                                                  

 

 
RT_UG_R5020_v.1.0.0                                 Dec. 29, 2020                                  128/161 

 

 
 

Syslog 

Item Description 

Syslog Details 

Log Level Select froƳ ά5ebugέΣ άLnfoέΣ άboticeέΣ ά²arnέΣ ά9rrorέ ǿƘƛŎƘ ŦǊƻƳ low to high. The lower 

level will output more syslog in detail. 

Filtering 9ƴǘŜǊ ǘƘŜ ŦƛƭǘŜǊƛƴƎ ƳŜǎǎŀƎŜ ōŀǎŜŘ ƻƴ ǘƘŜ ƪŜȅǿƻǊŘǎΦ ¦ǎŜ άϧέ ǘƻ ǎŜǇŀǊŀǘŜ ƳƻǊŜ ǘƘŀƴ ƻƴŜ ŦƛƭǘŜǊ 

ƳŜǎǎŀƎŜΣ ǎǳŎƘ ŀǎ άƪŜȅǿƻǊŘмϧƪŜȅǿƻǊŘнέΦ 

Refresh {ŜƭŜŎǘ ŦǊƻƳ άaŀƴǳŀƭ wŜŦǊŜǎƘέΣ άр {ŜŎƻƴŘǎέΣ άмл {ŜŎƻƴŘǎέΣ άнл {ŜŎƻƴŘǎέ ƻǊ άол {ŜŎƻƴŘǎέΦ ¸ƻǳ 

can select these intervals to refresh the log information displayed in the follow box. If 

ǎŜƭŜŎǘƛƴƎ άƳŀƴǳŀƭ ǊŜŦǊŜǎƘέΣ you should click the refresh button to refresh the syslog. 

 Click the button to clear the syslog. 

 Click the button to refresh the syslog. 

Syslog Files 

Syslog Files  Only when logging is enabled in "{ŜǊǾƛŎŜ Ҕ {ȅǎǘŜƳ [ƻƎ Ҕ 9ƴŀōƭŜέ files will be displayed in this 

list. The logs are generated in one file of 200k size, and up to 6 system log files can be 

displayed. 5 files with the file name of messages0~messages4 are old logs, and the latest 
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system log file messages will be on top. 

System Diagnosing Data 

 Click to generate the syslog diagnosing file. 

 Click to download system diagnosing file. 

 

 

4.6.2 Update 

This section is used to upgrade the router system to import and update the firmware file to implement the system 

update. Import a firmware file from your computer to your router and click  to start the upgrade process. 

And follow the system prompts to reboot the device to complete the firmware update. 

Note: To access the latest firmware file, please contact your technical support engineer. 

 

 

4.6.3 App Center 

The router supports App import. You can import and install the app directly in this application, and reboot the device 

according to the system prompt. After successful installation, the app will be displayed in the "Services" column, 

while other VPN apps will be displayed in the "VPN" column after installation. 

Note: After importing the applications to the router, the page display may have a slight delay due to the browser 

cache. It is recommended that you clear the browser cache first and log in the router again. 

 

The successfully installed app will be shown in the following list, click to uninstall the app. 

 

 

App Center 

Item Description Default 

App Install 

File /ƭƛŎƪ ƻƴ ά/ƘƻƻǎŜ CƛƭŜέ ǘƻ ƭƻŎŀǘŜ ǘƘŜ !ǇǇ ŦƛƭŜ ŦǊƻƳ ȅƻǳǊ ŎƻƳǇǳǘŜǊΣ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ 

to import this file into your router. 

Note: File format should be xxx.rpk, e.g. R5020-robustlink-1.0.0.rpk. 

-- 
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App Center 

Item Description Default 

App Install 

Installed Apps 

Index Indicate the ordinal of the list. -- 

Name Show the name of the App. Null 

Version Show the version of the App. Null 

Status Show the status of the App.  Null 

Description Show the description for this App. Null 

 

4.6.4 Tools 

This section provides users three tools: Ping, Traceroute and Sniffer. The Ping tool is used to detect the network 

connectivity of the router. 

 
 

Ping 

Item Description Default 

IP address Enter the pingΩǎ destination IP address or destination domain. Null 

Number of Requests Specify the number of ping requests. 5 

Timeout Specify the timeout of ping request. 1 

Local IP Specify the local IP from cellular WAN, Ethernet WAN or Ethernet LAN. Null 

stands for selecting local IP address from these three automatically. 

Null 
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Click this button to start ping request, and the log will be displayed in the 

follow box. 

-- 

 Click this button to stop ping request. -- 

 

 

 

Traceroute 

Item Description Default 

Trace Address Enter the traceΩǎ destination IP address or destination domain. Null 

Trace Hops Specify the max trace hops. Router will stop tracing if the trace hops has met 

max value no matter the destination has been reached or not. 

30 

Trace Timeout Specify the timeout of Traceroute request. 1 

 
Click this button to start Traceroute request, and the log will be displayed in 

the follow box. 

-- 

 Click this button to stop Traceroute request. -- 
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Sniffer 

Item Description Default 

Interface Choose the interface according to your Ethernet configuration. All 

Host Filter the packet that contain the specify IP address. Null 

Packets Request Set the packet number that the router can sniffer at a time. 1000 

Protocol {ŜƭŜŎǘ ŦǊƻƳ ά!ƭƭέΣ άLtέΣ ά¢/tέΣ ά¦5tέ ŀƴŘ ά!wtέΦ All 

Status Show the current status of sniffer. -- 

 Click this button to start the sniffer. -- 

 
Click this button to stop the sniffer. Once you click this button, a new log file 

will be displayed in the following List. 

-- 

Capture Files Every times of sniffer log will be saved automatically as a new file. You can find 

the file from this Sniffer Traffic Data List and click to download the log, click 

to delete the log file. It can cache a maximum of 5 files. 

-- 

 

 

4.6.5 Profile 

This section allows you to import or export the configuration file, and restore the router to factory default setting. 
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Profile 

Item Description Default 

Import Configuration File 

Reset Other Settings to 

Default 

/ƭƛŎƪ ǘƘŜ ǘƻƎƎƭŜ ōǳǘǘƻƴ ŀǎ άhbέ ǘƻ ǊŜǘǳǊƴ ƻǘƘŜǊ ǇŀǊŀƳŜǘŜǊǎ ǘƻ ŘŜŦŀǳƭǘ 

settings. 

OFF 

Ignore Invalid Settings Click ǘƘŜ ǘƻƎƎƭŜ ōǳǘǘƻƴ ŀǎ άhbέ ǘƻ ƛƎƴƻǊŜ ƛƴǾŀƭƛŘ ǎŜǘǘƛƴƎǎΦ OFF 

XML Configuration File Click on to locate the XML configuration file from your 

computer, and then click to import this file into your router. 

-- 

Export Configuration File 

Ignore Disabled Features /ƭƛŎƪ ǘƘŜ ǘƻƎƎƭŜ ōǳǘǘƻƴ ŀǎ άhbέ ǘƻ ƛƎƴƻǊŜ ǘƘŜ ŘƛǎŀōƭŜŘ ŦŜŀǘǳǊŜǎΦ OFF 

Add Detailed Information /ƭƛŎƪ ǘƘŜ ǘƻƎƎƭŜ ōǳǘǘƻƴ ŀǎ άhbέ ǘƻ ŀŘŘ ŘŜǘŀƛƭŜŘ ƛƴŦƻǊƳŀǘƛƻƴΦ OFF 

Encrypt Secret Data /ƭƛŎƪ ǘƘŜ ǘƻƎƎƭŜ ōǳǘǘƻƴ ŀǎ άhbέ ǘƻ ŜƴŎǊȅǇǘ the secret data. ON 

XML Configuration File Click button to generate the XML configuration file, and click

to export the XML configuration file. 

-- 

Default Configuration 

Save Running 

Configuration as Default 

Click  button to save the current running parameters as default 

configuration. 

-- 

Restore to Default 

Configuration 

Click έǊŜǎǘƻǊŜέ ōǳǘǘƻƴ ǘƻ ǊŜǎǘƻǊŜ ǘƘŜ ŦŀŎǘƻǊȅ ŘŜŦŀǳƭǘǎΦ -- 
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Rollback 

Item Description Default 

Configuration Rollback 

Save as a Rollbackable 

Archive 

Create a save point manually. Additionally, the system will create a save 

point every day automatically if configuration changes. 

-- 

Configuration Archive Files 

Configuration Archive 

Files 

View the related information about configuration archive files, including 

name, size and modification time. 

-- 

 

4.6.6 User Management 

This section allows you to change your username and password, and create or manage user accounts. One router has 

only one super user who has the highest authority to modify, add and manage other common users. 

 

 

Super User Settings 

Item Description Default 

New Username Enter a new username you want to create, If you do not want to change 

username, leave it blank. 5-32 characters, valid characters: a-z, A-Z, 0-9, @, #, 

$, ., *, !, - 

Null 

Old Password 9ƴǘŜǊ ǘƘŜ ƻƭŘ ǇŀǎǎǿƻǊŘ ƻŦ ȅƻǳǊ ǊƻǳǘŜǊΦ ¢ƘŜ ŘŜŦŀǳƭǘ ƛǎ άŀŘƳƛƴέΣр-32 characters, 

valid characters: a-z, A-Z, 0-9, @, #, $, ., *, !, - 

Null 

New Password Enter a new password you want to create, 5-32 characters, valid characters: 

a-z, A-Z, 0-9, @, #, $, ., *, !, - 

Null 

Confirm Password Enter the new password again to confirm. Null 
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Click button to add a new common user. The maximum rule count is 5. 

 

 

Common User Settings 

Item Description Default 

Index Indicate the ordinal of the list. -- 

Role {ŜƭŜŎǘ ŦǊƻƳ άVisitorέ ŀƴŘ άEditorέΦ 

· Visitor: Users only can view the configuration of router under this level 

· Editor: Users can view and set the configuration of router under this level 

Visitor 

Username Set the Username, 5-32 characters, valid characters: a-z, A-Z, 0-9, @, #, $, ., *, !, - Null 

Password Set the password, 5-32 characters, valid characters: a-z, A-Z, 0-9, @, #, $, ., *, !, - Null 
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Chapter 5 Configuration Examples 

5.1 Cellular 

5.1.1 Cellular Dial-Up 

This section shows you how to configure the primary and backup SIM card for Cellular Dial-up. Connect the router 

correctly and insert two SIM, then open the configuration page. Under the homepage menu, click Interface > Link 

Manager > Link Manager > General SettingsΣ ŎƘƻƻǎŜ ά²²!bмέ ŀǎ ǘƘŜ ǇǊƛƳŀǊȅ ƭƛƴƪ ŀƴŘ ά²²!bнέ ŀǎ ǘƘŜ ōŀŎƪǳǇ ƭƛƴƪΣ 

ŀƴŘ ǎŜǘ ά/ƻƭŘ .ŀŎƪǳǇέ ŀǎ ǘƘŜ ōŀŎƪǳǇ ƳƻŘŜΣ ǘƘŜƴ ŎƭƛŎƪ ά{ǳōƳƛǘέΦ 

Note: All data will be transferred via WWAN1 when choose WWAN1 as the primary link and set backup mode as cold 

backup. At the same time, WWAN2 is always offline as a backup link. All data transmission will be switched to 

WWAN2 when the WWAN1 is disconnected.  

 

 

 

Click the edit button of WWAN1 to set its parameters according to the current ISP. 

 



Robustel R5020 User Guide                                                                  

 

 
RT_UG_R5020_v.1.0.0                                 Dec. 29, 2020                                  137/161 

 

 

When finished, click Submit > Save & Apply for the configuration to take effect. 

 

The window is displayed below by clicking Interface > Cellular > Advanced Cellular Settings. 
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Click the edit button of SIM1 to set its parameters according to your application request. 

 

 

When finished, click Submit > Save & Apply for the configuration to take effect. 

5.1.2 SMS Remote Control 

The router supports remote control via SMS. You can use following commands to get the status of the router, and set 

all the parameters. There are three ŀǳǘƘŜƴǘƛŎŀǘƛƻƴ ǘȅǇŜǎ ŦƻǊ {a{ ŎƻƴǘǊƻƭΦ ¸ƻǳ Ŏŀƴ ǎŜƭŜŎǘ ŦǊƻƳ άtŀǎǎǿƻǊŘέΣ 

άtƘƻƴŜƴǳƳέ ƻǊ ά.ƻǘƘέΦ 

 

An SMS command has the following structure:  

1. Password modeτ¦ǎŜǊƴŀƳŜΥ tŀǎǎǿƻǊŘΤ ŎƳŘмΤ ŎƳŘнΤ ŎƳŘоΤ ΧŎƳŘƴ όavailable for every phone number). 

2. Phonenum mode-- tŀǎǎǿƻǊŘΤ ŎƳŘмΤ ŎƳŘнΤ ŎƳŘоΤ Χ ŎƳŘƴ (available when the SMS was sent from the phone 

number which had been added in R5020Ωǎ ǇƘƻƴŜ ƎǊƻǳǇύΦ 

3. Both mode-- ¦ǎŜǊƴŀƳŜΥ tŀǎǎǿƻǊŘΤ ŎƳŘмΤ ŎƳŘнΤ ŎƳŘоΤ ΧŎƳŘƴ (available when the SMS was sent from the 

phone number which had been added in R5020Ωǎ ǇƘƻƴŜ ƎǊƻǳǇύΦ 

Note: All command symbols must be entered in the half-angle mode of the English input method. 

 

SMS command Explanation: 

1. User name and Password: use the same username and password as WEB manager for authentication. 

2. cmd1, cmd2, cmd3 to Cmdn, the command format is the same as the CLI command, more details about CLI cmd 

please refer to Chapter 6 Introductions for CLI. 

Note: Download the configure XML file from the configured web browser. The format of SMS control command 

can refer to the data of the XML file. 

Go to System > Profile > Export Configuration File, click to generate the XML file and click

to export the XML file. 
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XML command: 

<lan> 

<network max_entry_num="2"> 

<id>1</id> 

<interface>lan0</interface> 

<ip>172.16.24.24</ip> 

<netmask>255.255.0.0</netmask> 

<mtu>1500</mtu> 

SMS cmd: 

set lan network 1 interface lan0 

set lan network 1 ip 172.16.24.24 

set lan network 1 netmask 255.255.0.0 

set lan network 1 mtu 1500 

3. ¢ƘŜ ǎŜƳƛŎƻƭƻƴ ŎƘŀǊŀŎǘŜǊ όΨΤΩύ ƛǎ ǳǎŜŘ ǘƻ ǎŜǇŀǊŀǘŜ ƳƻǊŜ ǘƘŀƴ ƻƴŜ ŎƻƳƳŀƴŘ ǇŀŎƪŜŘ ƛƴ ŀ ǎƛƴƎƭŜ {a{Φ  

4. E.g. 

admin:admin;status system 

In this command, ǳǎŜǊƴŀƳŜ ƛǎ άŀŘƳƛƴέΣ password is άŀŘƳƛƴέ, and the function of the command is to get the 

system status. 

SMS received: 

hardware_version = 1.1 

firmware_version = 3.1.0 

firmware_version_full = "3.1.0 (Rev 3527)" 

kernel_version = 4.9.152 

device_model = R5020 

serial_number = "" 

uptime = "0 days, 00:02:55" 

system_time = "Thu May 14 05:51:56 2020 (NTP not updated)" 
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ram_usage = "389M Free/448M Total" 

admin:admin;reBoot 

Lƴ ǘƘƛǎ ŎƻƳƳŀƴŘΣ ǳǎŜǊƴŀƳŜ ƛǎ άŀŘƳƛƴέΣ ǇŀǎǎǿƻǊŘ ƛǎ άŀŘƳƛƴέΣ ŀƴŘ ǘƘŜ ŎƻƳƳŀƴŘ ƛǎ ǘƻ ǊŜ.ƻƻǘ ǘƘŜ wрлнл wƻǳǘŜǊΦ 

SMS received: 

OK 

 

admin:admin;set firewall remote_ssh_access false;set firewall remote_telnet_access false 

Lƴ ǘƘƛǎ ŎƻƳƳŀƴŘΣ ǳǎŜǊƴŀƳŜ ƛǎ άŀŘƳƛƴέΣ ǇŀǎǎǿƻǊŘ ƛǎ άŀŘƳƛƴέΣ ŀƴŘ ǘƘŜ ŎƻƳƳŀƴŘ ƛǎ ǘƻ Řƛǎŀ.ƭŜ ǘƘŜ 

remote_ssh and remote_telnet access. 

SMS received: 

OK 

OK 

 

admin:admin; set lan network 1 interface lan0;set lan network 1 ip 172.16.24.24;set lan network 1 netmask 

255.255.0.0;set lan network 1 mtu 1500 

Lƴ ǘƘƛǎ ŎƻƳƳŀƴŘΣ ǳǎŜǊƴŀƳŜ ƛǎ άŀŘƳƛƴέΣ ǇŀǎǎǿƻǊŘ ƛǎ άŀŘƳƛƴέΣ ŀƴŘ ǘƘŜ ŎƻƳƳŀƴŘǎ ƛǎ ǘƻ ŎƻƴŦƛƎǳǊŜ 

the LAN parameter. 

SMS received: 

OK 

OK 

OK 

OK 

 

 

5.2 VPN Configuration Example 

5.2.1 IPsec VPN 

IPsec VPN example topology (the IKE and SA parameters must be configured on the server and client):  

 

 

The configuration of server and client is as follows. 

IPsec VPN_Server: 
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Cisco 2811: 

 

 

 






































